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SECTION 01 00 00
GENERAL REQUI REMENTS

1.1 SAFETY REQUI REMENTS
Refer to section 01 35 26, SAFETY REQUIREMENTS for

control requirements.

1.2 GENERAL | NTENTI ON
A. Contractor shall completely prepare site for bui
including demolition and removal of existing struct
labor and materials and perform work for air condit
electrical rooms and first floor switchgear room an

rooftop a/c unit as required by drawings and specif

B. Visits to the site by Bidders may be made only b

Medical Center Engineering Officer.

C. Offices of Ferraro Choi & Associates, as Archite
render certain technical services during constructi
shall be considered as advisory to the Government a
construed as expressing or implying a contractual a
without affirmations by Contracting Officer or his

representative.

E. All employees of general contractor and subcontr
with VA security management program and obtain perm
police, be identified by project and employer, and

unauthorized access.

1.3 STATEMENT COF BID | TEM S)
ITEM I, Electrical Work: Work includes all labor,
supervision to perform the required electrical cons
this project including power connections for new me

ITEM II, Mechanical Work: Work includes all labor,
and supervision to perform the required Mechanical

this project including

removal of existing rooftop a/c unit serving the la
of new rooftop a/c unit to serve the laboratory, in

new ACCU rooftop units to service the electrical ro
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1.4 SPECI FI CATI ONS AND DRAW NGS FOR CONTRACTOR
A. Drawings and contract documents may be obtained

the solicitation is posted. Additional copies will
expense.

1.5 CONSTRUCTI ON SECURI TY REQUI REMENTS
A. Security Plan:

1. The security plan defines both physical and admi
procedures that will remain effective for the entir
project.

2. The General Contractor is responsible for assuri
contractors working on the project and their employ

with these regulations.
B. Security Procedures:

1. General Contractor’'s employees shall not enter t
without appropriate badge. They may also be subjec

of their personal effects when entering or leaving

2. Before starting work the General Contractor shal
notice to the Contracting Officer so that arrangeme
provided for the employees. This notice is separat
notices required for utility shutdown described lat

section.

3. No photography of VA premises is allowed without
of the Contracting Officer.

4. VA reserves the right to close down or shut down
and order General Contractor’'s employees off the pr
event of a national emergency. The General Contrac
the site only with the written approval of the Cont

D. Key Control:

1. VA will issue keys to the General Contractor to

rooms or spaces designated on the drawings. Genera
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not make any duplicates of the keys and shall retur

Contracting Officer after Project Completion.

E. Document Control:

1. Before starting any work, the General Contractor
shall submit an electronic security memorandum desc
approach to following goals and maintaining confide

“sensitive information”.

2. The General Contractor is responsible for safeke
drawings, project manual and other project informat
information shall be shared only with those with a

accomplish the project.

3. Certain documents, sketches, videos or photograp
be marked “Law Enforcement Sensitive” or “Sensitive
Secure such information in separate containers and
to only those who will need it for the project. Re
information to the Contracting Officer upon request

4. These security documents shall not be removed or
the project site without the written approval of Co
Officer.

5. All paper waste or electronic media such as CD’s

be shredded and destroyed in a manner acceptable to

6. Notify Contracting Officer and Site Security Off

when there is a loss or compromise of “sensitive in

7. All electronic information shall be stored in sp
following VA standards and procedures using an Engi

Management Software (EDMS).

a. Security, access and maintenance of all project
scanned and electronic shall be performed and track
EDMS system.

b. “Sensitive information” including drawings and o
may be attached to e-mail provided all VA encryptio

are followed.

F. Motor Vehicle Restrictions

010000 -3
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1. Vehicle authorization request shall be required
entering the site and such request shall be submitt
before the date and time of access. Access shall be

picking up and dropping off materials and supplies.

2. A limited number of (2 to 5) permits shall be is
Contractor and its employees for parking in designa

1.6 OPERATI ONS AND STORAGE AREAS
A. The Contractor shall confine all operations (inc
materials) on Government premises to areas authoriz
the Contracting Officer. The Contractor shall hold
Government, its officers and agents, free and harml

of any nature occasioned by the Contractor's perfor

B. Temporary buildings (e.g., storage sheds, shops,

may be erected by the Contractor only with the appr
Contracting Officer and shall be built with labor a
furnished by the Contractor without expense to the
temporary buildings and utilities shall remain the
Contractor and shall be removed by the Contractor a
completion of the work. With the written consent of
Officer, the buildings and utilities may be abandon

removed.

C. The Contractor shall, under regulations prescrib
Officer, use only established roadways, or use temp
constructed by the Contractor when and as authorize
Officer. When materials are transported in prosecut
vehicles shall not be loaded beyond the loading cap
the manufacturer of the vehicle or prescribed by an
local law or regulation. When it is necessary to cr
sidewalks, the Contractor shall protect them from d
Contractor shall repair or pay for the repair of an

sidewalks, or roads.
(FAR 52. 236-10)

D. Working space and space available for storing ma
determined by the COR.
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E. Workmen are subject to rules of Medical Center a pplicable to their

conduct.

F. Execute work so as to interfere as little as pos sible with normal

functioning of Medical Center as a whole, including
utility services, fire protection systems and any e

and with work being done by others. Use of equipmen
transmit vibrations and noises through the building
permitted in buildings that are occupied, during co

by patients or medical personnel, and Contractor's

permitted by COR where required by limited working
1. Do not store materials and equipment in other th

2. Schedule delivery of materials and equipment to
construction working areas within buildings in use
Veterans Affairs in quantities sufficient for not m
days. Provide unobstructed access to Medical Center

to remain in operation.

3. Where access by Medical Center personnel to vaca
buildings is not required, storage of Contractor's

equipment will be permitted subject to fire and saf

G. Phasing:

The Medical Center must maintain its operation 24
week. Therefore, any interruption in service must
coordinated with the COR to ensure that no lapses i
It is the CONTRACTOR'S responsibility to develop a
schedule detailing, at a minimum, the procedures to
equipment and materials to be used, the interim lif
be used during the work, and a schedule defining th
work with milestone subtasks. The work to be outli
but not be limited to:

To insure such executions, Contractor shall furnis
schedule of approximate dates on which the Contract
accomplish work in each specific area of site, buil
thereof. In addition, Contractor shall notify the C

advance of the proposed date of starting work in ea
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site, building or portion thereof. Arrange such dat
accomplishment of this work in successive phases mu

Medical Center Director, COR and Contractor, as fol

10-23-15

es to insure
tually agreeable to

lows:

Phase |I: Install new rooftop A/C equipnent. Place new | aboratory rooftop

unit beside existing unit.

Phase I1: Replace rooftop | aboratory A/C unit
system whi ch may necessitate | aboratory closure.

lines. Install electrical room piping and el ectrical

H. The ACC Building will be vacated by Government i
phasing beginning immediately after date of receipt

Proceed and turned over to Contractor.

Contractor shall take all measures and provide all
necessary for protecting existing equipment and pro
areas of construction against dust and debris, so t
affected areas to be used in the Medical Centers op
be hindered. Contractor shall permit access to Depa
Veterans Affairs personnel and patients through oth
areas which serve as routes of access to such affec
equipment. These routes whether access or egress s
from the construction area by temporary partitions
surfaces, lighting, etc to facilitate patient and s
Coordinate alteration work in areas occupied by Dep
Veterans Affairs so that Medical Center operations

during the construction period.

m ni m zi ng downtime of A/C
el ectrical room
roomunits.

n accordance with above
of Notice to

material

perty in affected
hat equipment and
erations will not
rtment of

er construction
ted areas and
hall be isolated
and have walking
taff access.
artment of

will continue

J. When a building and/or construction site is turn ed over to Contractor,

Contractor shall accept entire responsibility inclu ding upkeep and

maintenance therefore:

1. Contractor shall maintain a minimum temperature of 4 degrees C (40

degrees F) at all times, except as otherwise specif ied.
2. Contractor shall maintain in operating condition existing fire
protection and alarm equipment. In connection with fire alarm

equipment, Contractor shall make arrangements for p re-inspection of

01 00 00 -6
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site with Fire Department or Company (Department of Veterans Affairs

or municipal) whichever will be required to respond to an alarm from

Contractor's employee or watchman.

K. Utilities Services: Maintain existing utility se rvices for Medical

Center at all times. Provide temporary facilities, labor, materials,
equipment, connections, and utilities to assure uni nterrupted services.
Where necessary to cut existing water, steam, gases , Sewer or air
pipes, or conduits, wires, cables, etc. of utility services or of fire
protection systems and communications systems (incl uding telephone),
they shall be cut and capped at suitable places whe re shown; or, in

absence of such indication, where directed by COR.

1. No utility service such as water, gas, steam, se wers or electricity,

or fire protection systems and communications syste
interrupted without prior approval of COR. Electric
accomplished with all affected circuits or equipmen
When an electrical outage cannot be accomplished, w
energized circuits or equipment shall not commence
detailed work plan, the Medical Center Director’s p

and written approval. Refer to specification Sectio

ms may be

al work shall be
t de-energized.
ork on any
without a

rior knowledge
ns 26 05 11,

REQUIREMENTS FOR ELECTRICAL INSTALLATIONS for addit  ional

requirements.

2. Contractor shall submit a request to interrupt a

COR, in writing, 7 days in advance of proposed inte
shall state reason, date, exact time of, and approx
such interruption.

3. Contractor will be advised (in writing) of appro

of which other date and/or time such interruption w
inconvenience to operations of Medical Center. Inte
approved by Medical Center may occur at other than

normal working hours.

4. Major interruptions of any system must be reques

least 15 calendar days prior to the desired time an
performed as directed by the COR.

010000 -7
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5. In case of a contract construction emergency, se
interrupted on approval of COR. Such approval will

writing as soon as practical.

6. Whenever it is required that a connection fee be
utility provider for new permanent service to the ¢
project, for such items as water, sewer, electricit
payment of such fee shall be the responsibility of

and not the Contractor.

L. Abandoned Lines: All service lines such as wires
ducts, pipes and the like, and their hangers or sup
be abandoned but are not required to be entirely re
sealed, capped or plugged at the main, branch or pa
from. The lines shall not be capped in finished are
removed and sealed, capped or plugged in ceilings,
spaces, in unfinished areas, or within walls or par

they are completely behind the finished surfaces.

M. To minimize interference of construction activit

Medical Center traffic, comply with the following:

1. Keep roads, walks and entrances to grounds, to p
occupied areas of buildings clear of construction m
and standing construction equipment and vehicles.

N. Coordinate the work for this contract with other
operations as directed by COR. This includes the sc

and the use of roadways, as specified in Article, U

1.7 ALTERATI ONS
A. Survey: Before any work is started, the Contract
thorough survey with the COR and a representative o
of areas of buildings in which alterations occur an
anticipated routes of access, and furnish a report,
three, to the Contracting Officer. This report shal

spaces:

1. Existing condition and types of resilient floori
walls and other surfaces not required to be altered

affected areas of the building.

01 0000 -8
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2. Existence and conditions of items such as plumbi

accessories, electrical fixtures, equipment, veneti

shades, etc., required by drawings to be either reu

or both.

3. Shall note any discrepancies between drawings an

conditions at site.

4. Shall designate areas for working space, materia

routes of access to areas within buildings where al

and which have been agreed upon by Contractor and C

B. Any items required by drawings to be either reus

both, found during this survey to be nonexistent, o

theCOR, to be in such condition that their use is i

impractical, shall be furnished and/or replaced by

items in accordance with specifications which will

Government. Provided the contract work is changed b

subparagraph B, the contract will be modified accor
provisions of clause entitled "DIFFERING SITE CONDI

2) and "CHANGES" (FAR 52.243-4 and VAAR 852.236-88)

C. Re-Survey: Thirty days before expected partial o

date, the Contractor and COR together shall make a

of the areas of buildings involved. They shall furn

conditions then existing, of resilient flooring, do

and other surfaces as compared with conditions of s

first condition survey report:

1. Re-survey report shall also list any damage caus

such flooring and other surfaces, despite protectio

will form basis for determining extent of repair wo

Contractor to restore damage caused by Contractor's

executing work of this contract.

D. Protection: Provide the following protective mea

1. Wherever existing roof surfaces are disturbed th

protected against water infiltration. In case of le

be repaired immediately upon discovery.
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2. Temporary protection against damage for portions
structures and grounds where work is to be done, ma

and equipment moved and/or relocated.

3. Protection of interior of existing structures at
damage, dust and weather inclemency. Wherever work
floor surfaces that are to remain in place shall be
protected prior to starting work, and this protecti

maintained intact until all work in the area is com

1.8 DI SPOSAL AND RETENTI ON
A. Materials and equipment accruing from work remov

of buildings or structures, or parts thereof, shall

follows:

1. Reserved items which are to remain property of t
identified by attached tags as items to be stored.
property of the Government shall be removed or disl
present locations in such a manner as to prevent da

be detrimental to re-installation and reuse. Store

directed by COR.

2. ltems not reserved shall become property of the

removed by Contractor from Medical Center.

3. Items of portable equipment and furnishings loca
spaces in which work is to be done under this contr
the property of the Government. When rooms and spac
the Department of Veterans Affairs during the alter
such items which are NOT required by drawings and s
be either relocated or reused will be removed by th

advance of work to avoid interfering with Contracto

10-23-15
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1.9 PROTECTI ON OF EXI STI NG VEGETATI ON, STRUCTURES, EQUI PMENT, UTILITIES, AND

| MPROVEMENTS

A. The Contractor shall preserve and protect all st
and vegetation (such as trees and grass) on or adja
site, which are not to be removed and which do not
interfere with the work required under this contrac
shall only remove trees when specifically authorize

shall avoid damaging vegetation that will remain in

010000 -10
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or branches of trees are broken during contract per
careless operation of equipment, or by workmen, the
trim those limbs or branches with a clean cut and p
tree-pruning compound as directed by the Contractin

B. The Contractor shall protect from damage all exi

utilities at or near the work site and on adjacent
party, the locations of which are made known to or
the Contractor. The Contractor shall repair any dam
facilities, including those that are the property o
resulting from failure to comply with the requireme

or failure to exercise reasonable care in performin
Contractor fails or refuses to repair the damage pr
Contracting Officer may have the necessary work per

the cost to the Contractor.

(FAR 52. 236- 9)

C. Refer to Section 01 57 19, TEMPORARY ENVIRONMENT

additional requirements on protecting vegetation, s
environment. Refer to Articles, "Alterations"”, "Res
"Operations and Storage Areas" for additional instr
repair of damage to structures and site improvement

1.10 RESTORATI ON

A. Remove, cut, alter, replace, patch and repair ex

necessary to install new work. Except as otherwise
do not cut, alter or remove any structural work, an
ducts, plumbing, steam, gas, or electric work witho
COR. Existing work to be altered or extended and th
defective in any way, shall be reported to the COR
disturbed. Materials and workmanship used in restor
conform in type and quality to that of original exi

except as otherwise shown or specified.

B. Upon completion of contract, deliver work comple

Existing work (walls, ceilings, partitions, floors,
electrical work, lawns, paving, roads, walks, etc.)
removed as a result of performing required new work
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repaired, reinstalled, or replaced with new work, a

left in as good condition as existed before commenc

C. At Contractor's own expense, Contractor shall im
service and repair any damage caused by Contractor'
existing piping and conduits, wires, cables, etc.,
or of fire protection systems and communications sy

telephone) which are not scheduled for discontinuan

D. Expense of repairs to such utilities and systems
or locations of which are unknown will be covered b
contract time and price in accordance with clause e
(FAR 52.243-4 and VAAR 852.236-88) and "DIFFERING S
52.236-2).

1.11 PHYSI CAL DATA
A. Data and information furnished or referred to be
Contractor's information. The Government shall not
any interpretation of or conclusion drawn from the

by the Contractor.

1.12 AS-BU LT DRAW NGS
A. The contractor shall maintain two full size sets
which will be kept current during construction of t

include all contract changes, modifications and cla

B. All variations shall be shown in the same genera
contract drawings. To insure compliance, as-built d
made available for the Resident Engineer's review,

requested.

C. Contractor shall deliver two approved completed
drawings to the Resident within 15 calendar days af

phase and after the acceptance of the project by th
D. Paragraphs A, B, & C shall also apply to all sho

1.13 USE OF ROADWAYS

A. For hauling, use only established public roads a
Center property. When necessary to cross curbing, s

construction, they must be protected by well-constr
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1. 14 TEMPORARY USE OF MECHANI CAL AND ELECTRI CAL EQUI PMENT

A. Use of new installed mechanical and electrical e guipment to provide
heat, ventilation, plumbing, light and power will b e permitted subject
to written approval and compliance with the followi ng provisions:

1. Permission to use each unit or system must be gi ven by COR in
writing. If the equipment is not installed and main tained in
accordance with the written agreement and following provisions, the
COR will withdraw permission for use of the equipme nt.

2. Electrical installations used by the equipment s hall be completed in
accordance with the drawings and specifications to prevent damage to
the equipment and the electrical systems, i.e. tran sformers, relays,
circuit breakers, fuses, conductors, motor controll ers and their
overload elements shall be properly sized, coordina ted and adjusted.
Installation of temporary electrical equipment or d evices shall be
in accordance with NFPA 70, National Electrical Cod e, (2014
Edition), Article 590, Tenmporary Installations. Voltage supplied to
each item of equipment shall be verified to be corr ect and it shall
be determined that motors are not overloaded. The e lectrical
equipment shall be thoroughly cleaned before using it and again
immediately before final inspection including vacuu m cleaning and

wiping clean interior and exterior surfaces.

3. Units shall be properly lubricated, balanced, an d aligned.

Vibrations must be eliminated.

4. Automatic temperature control systems for prehea t coils shall
function properly and all safety controls shall fun ction to prevent
coil freeze-up damage.

5. The air filtering system utilized shall be that which is designed
for the system when complete, and all filter elemen ts shall be
replaced at completion of construction and prior to testing and

balancing of system.

6. All components of heat production and distributi on system, metering
equipment, condensate returns, and other auxiliary facilities used
in temporary service shall be cleaned prior to use; maintained to
prevent corrosion internally and externally during use; and cleaned,
maintained and inspected prior to acceptance by the Government.

010000 -13
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B. Prior to final inspection, the equipment or part
and tear beyond normal, shall be replaced with iden

at no additional cost to the Government.

C. This paragraph shall not reduce the requirements

electrical specifications sections.

D. Any damage to the equipment or excessive wear du
be repaired replaced by the contractor at the contr

1. 15 TEMPORARY USE OF EXI STI NG ELEVATORS
A.  Use of existing elevators for handling building

Contractor's personnel will be permitted subject to

provisions:

1. Contractor makes all arrangements with the COR f
The Resident Engineer will ascertain that elevators
condition. Contractor may use elevators for daily u
hours of 7am to 8am and 5pm to 8pmand for special n
intervals when permission is granted. Personnel for
elevators will not be provided by the Department of
Affairs.

2. Contractor covers and provides maximum protectio

elevator components:
a. Entrance jambs, heads soffits and threshold plat

b. Entrance columns, canopy, return panels and insi

car enclosure walls.
c. Finish flooring.

3. Government will accept hoisting ropes of elevato
speed governor if they are worn under normal operat
these ropes are damaged by action of foreign matter
lime, grit, stones, etc., during temporary use, the
removed and replaced by new hoisting ropes at the ¢
expense.

4. If brake lining of elevators are excessively wor
temporary use, they shall be removed and replaced b

lining at the contractors expense.
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5. All parts of main controller, starter, relay pan
worn or damaged during temporary use shall be remov
with new parts at the contractors expense, if recom
elevator inspector after elevator is released by Co

6. Place elevator in condition equal, less normal w
existing at time it was placed in service of Contra
by Contracting Officer.

1.16 TEMPORARY TO LETS
A. Contractor may have for use of Contractor's work
accommodations as may be assigned to Contractor by
Contractor shall keep such places clean and be resp
damage done thereto by Contractor's workmen. Failur
satisfactory condition in toilets will deprive Cont
privilege to use such toilets.

1.17 AVAILABILITY AND USE OF UTILITY SERVI CES
A. The Government shall make all reasonably require
available to the Contractor from existing outlets a
specified in the contract. The amount to be paid by
chargeable electrical services shall be the prevalil
the Government. The Contractor shall carefully cons
furnished without charge.

B. The Contractor, at Contractor's expense and in a
compliance with code and as satisfactory to the Con
shall install and maintain all necessary temporary
distribution lines, and all meters required to meas
electricity used for the purpose of determining cha
acceptance of the work by the Government, the Contr
all the temporary connections, distribution lines,
associated paraphernalia and repair restore the inf

required.

C. Contractor shall install meters at Contractor's
Medical Center a monthly record of the Contractor's

electricity as hereinafter specified.

D. Heat: Furnish temporary heat necessary to preven
materials through dampness and cold. Use of open sa

010000 -15

10-23-15

el, selector, etc.,
ed and replaced
mended by
ntractor.

ear, to that

ctor as approved

men, such toilet
Medical Center.
onsible for any
e to maintain
ractor of the

d amounts of utilities
nd supplies, as
the Contractor for
ing rates charged to

erve any utilities

workmanlike manner, in
tracting Officer,
connections and
ure the amount of
rges. Before final
actor shall remove
meters, and

rastructure as

expense and furnish the

usage of

t injury to work and

lamanders or any



VA HVAC & ELEC DESIGN

temporary heating devices which may be fire hazards
damage finished work, will not be permitted. Mainta

temperatures as specified for various materials:

1. Obtain heat by connecting to Medical Center heat

system.

E. Electricity (for Construction and Testing): Furn

electric services.

1. Obtain electricity by connecting to the Medical
distribution system. The Contractor shall meter and
electricity required for electric cranes and hoisti
electrical welding devices and any electrical heati
providing temporary heat. Electricity for all other

available at no cost to the Contractor.
F. Water (for Construction and Testing): Furnish te

1. Obtain water by connecting to the Medical Center
system. Provide reduced pressure backflow preventer
connection as per code. Water is available at no co
Contractor.

2. Maintain connections, pipe, fittings and fixture
water-use so none is wasted. Failure to stop leakag
will be cause for revocation (at COR discretion) of

from Medical Center's system.

1.18 | NSTRUCTI ONS
A. Contractor shall furnish Maintenance and Operati
and electronic) and verbal instructions when requir
sections of the specifications and as hereinafter s

B. Manuals: Maintenance and operating manuals and o
hard copies and one electronic copy each) for each
equipment shall be delivered to the COR coincidenta
of the equipment to the job site. Manuals shall be
guides for the maintenance and operation of equipme
include complete information necessary for starting
maintaining in continuous operation for long period
dismantling and reassembling of the complete units
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components. Manuals shall include an index covering
clearly cross-referenced to diagrams and illustrati
shall include "exploded" views showing and identify
item. Emphasis shall be placed on the use of specia
instruments. The function of each piece of equipmen
accessory and control shall be clearly and thorough
necessary precautions for the operation of the equi
for each precaution shall be clearly set forth. Man
the exact model, style and size of the piece of equ
being furnished. Manuals referencing equipment simi
different model, style, and size than that furnishe

accepted.

C. Instructions: Contractor shall provide qualified

manufacturers' representatives to give detailed tra
Department of Veterans Affairs personnel in the ope
maintenance for each piece of equipment. All such t
the job site. These requirements are more specifica
various technical sections. Instructions for differ
equipment that are component parts of a complete sy
in an integrated, progressive manner. All instructo

of component equipment in a system shall be availab
instructions for all items included in the system h
This is to assure proper instruction in the operati
systems. All instruction periods shall be at such t

the COR and shall be considered concluded only when
satisfied in regard to complete and thorough covera
shall submit a course outline with associated mater
review and approval prior to scheduling training to
matter covers the expectations of the VA and the co
requirements. The Department of Veterans Affairs r
request the removal of, and substitution for, any i

the opinion of the COR, does not demonstrate suffic

in accordance with requirements for instructors abo

1. 19 GOVERNMENT- FURNI SHED PROPERTY

A. The Government shall deliver to the Contractor,

Government-furnished property shown on the drawings
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B. Equipment furnished by Government to be installe

furnished to Contractor at the Medical Center.

C. Storage space for equipment will be provided by
Contractor shall be prepared to unload and store su

upon its receipt at the Medical Center.

D. Notify Contracting Officer in writing, 60 days i
which Contractor will be prepared to receive equipm
Government. Arrangements will then be made by the G

delivery of equipment.

1. Immediately upon delivery of equipment, Contract
a joint inspection thereof with a representative of
At such time the Contractor shall acknowledge recei
described, make notations, and immediately furnish
representative with a written statement as to its ¢
shortages.

2. Contractor thereafter is responsible for such eq

time as acceptance of contract work is made by the

E. Equipment furnished by the Government will be de
assembled (knock down) condition in accordance with
commercial practices, complete with all fittings, f
appliances necessary for connections to respective
under contract. All fittings and appliances (i.e.,
tees, nipples, piping, conduits, cables, and the li
make the connection between the Government furnishe
the utility stub-up shall be furnished and installe

at no additional cost to the Government.

F. Completely assemble and install the Government f
place ready for proper operation in accordance with

drawings.

G. Furnish supervision of installation of equipment
by qualified factory trained technicians regularly

equipment manufacturer.
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1. 20 RELOCATED EQUI PMENT | TEMS

A. Contractor shall disconnect, dismantle as necess
reinstall in new location, all existing equipment a

by symbol "R" or otherwise shown to be relocated by

B. Perform relocation of such equipment or items at

a manner as directed by the COR.

C. Suitably cap existing service lines, such as ste

water, drain, gas, air, vacuum and/or electrical, a
such lines are disconnected from equipment to be re

abandoned lines in finished areas and cap as specif

under paragraph "Abandoned Lines".

D. Provide all mechanical and electrical service co
fastenings and any other materials necessary for as

installation of relocated equipment; and leave such

operating condition.

E. Contractor shall employ services of an installat

authorized representative of the manufacturer of th

supervise assembly and installation of existing equ

be relocated.

F. All service lines such as noted above for reloca

in place at point of relocation ready for use befor
equipment is disconnected. Make relocated existing
operation or use immediately after reinstallation.

1.21 SAFETY SIGN

A. Provide a Safety Sign where directed by COR. Fac
mm (3/4 inch) thick exterior grade plywood. Provide
mm (four by four inch) posts extending full height

(three feet) into ground. Set bottom of sign level

feet) above ground.

B. Paint all surfaces of Safety Sign and posts with

coats of white gloss paint. Letters and design shal

gloss paint of colors noted.

C. Maintain sign and remove it when directed by COR

010000 -19

10-23-15

ary, remove and
nd items indicated

the Contractor.

such times and in such

am, condensate return,
t the main whenever
located. Remove

ied herein before

nnections, fittings,
sembly and

equipment in proper

ion engineer, who is an
is equipment to

ipment, required to

ted equipment shall be
e any existing

equipment ready for

e of sign shall be 19
two 100 mm by 100
of sign and 900 mm
at 1200 mm (four

one prime coat and two

| be painted with



VA HVAC & ELEC DESIGN
D. Standard Detail Drawing Number SD10000-02(Found

sign showing required legend and other characterist

attached hereto and is made a part of this specific
E. Post the number of accident free days on a daily

1.22 FINAL DI G TAL | MAGES
A. A minimum of four (4) images of each elevation shal
minimum 6 MP camera, with different settings. All i
to the RE on a CD.

B. Photographs shall be taken upon completion, includi
shall be taken on a clear sunny day to obtain suffi
depth and to provide clear, sharp pictures. Picture
500 mm (16 by 20 inches), printed on regular weight
archival grade photographic paper and produced by a
the digital image with a minimum 300 PPI. Identifyi
carried on label affixed to back of photograph with
photograph and shall be similar to that provided fo

photographs.

C. All images shall become property of the Governme

---END---
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SECTION 01 32 16.15
PROJECT SCHEDULES

10-23-15

(SMALL PROJECTS — DESIGN/BID/BUILD)

PART 1- GENERAL
1.1 DESCRIPTION:

A. The Contractor shall develop a Critical Path Met
schedule demonstrating fulfillment of the contract
(Project Schedule), and shall keep the Project Sche
accordance with the requirements of this section an
plan for scheduling, coordinating and monitoring wo
contract (including all activities of subcontractor
and suppliers). Conventional Critical Path Method (
be utilized to satisfy both time and cost applicati

1.2 CONTRACTOR'S REPRESENTATIVE:

A. The Contractor shall designate an authorized rep
for the Project Schedule including preparation, rev
reporting with and to the Contracting Officer's Rep

B. The Contractor's representative shall have direc
complete authority to act on behalf of the Contract
requirements of this specification section.

C. The Contractor’s representative shall have the o
project schedule within their organization or to en
an outside consultant. If an outside scheduling co
utilized, Section 1.3 of this specification will ap

1.3 CONTRACTOR'S CONSULTANT:

A. The Contractor shall submit a qualification prop

within 10 days of bid acceptance. The qualification

include:

1. The name and address of the proposed consultant.

2. Information to show that the proposed consultant

qualifications to meet the requirements specified i

paragraph.

3. A representative sample of prior construction pr

proposed consultant has performed complete project
services. These representative samples shall be of

scope.
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B. The Contracting Officer has the right to approve or disapprove the

proposed consultant, and will notify the Contractor
within seven calendar days from receipt of the qual
In case of disapproval, the Contractor shall resubm
consultant within 10 calendar days for renewed cons
Contractor shall have their scheduling consultant a

submitting any schedule for approval.

1.4 COMPUTER PRODUCED SCHEDULES

A. The contractor shall provide monthly, to the Dep

Affairs (VA), all computer-produced time/cost sched
generated from monthly project updates. This monthl
will include: three copies of up to five different

of all pages) available within the user defined rep
scheduling software approved by the Contracting Off
listing of all project schedule changes, and associ
the update and an electronic file of this data; and
monthly updated schedule in PDM format. These must
and substantively support the contractor’'s monthly
the signed look ahead report. The COTR shall identi
different report formats that the contractor shall

B. The contractor shall be responsible for the corr

of the computer-produced reports. The Contractor sh
for the accurate and timely submittal of the update
and all CPM data necessary to produce the computer

request that is specified.

C. The VA will report errors in computer-produced r

Contractor’s representative within ten calendar day
reports. The Contractor shall reprocess the compute
and associated diskette(s), when requested by the C
representative, to correct errors which affect the

for the project.

1.5 THE COMPLETE PROJECT SCHEDULE SUBMITTAL

A. Within 45 calendar days after receipt of Notice

Contractor shall submit for the Contracting Officer
blue line copies of the interim schedule on sheets
mm (30 x 42 inches) and an electronic file in the p
CPM schedule program. The submittal shall also incl
a computer-produced activity/event ID schedule show
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duration; phase completion dates; and other data, i
Each activity/event on the computer-produced schedu
a minimum, but not limited to, activity/event ID, a
description, duration, budget amount, early start d
date, late start date, late finish date and total f
activity/event relationships shall be restricted to
start-to-start without lead or lag constraints. Act
constraints, not required by the contract, will not
submitted to and approved by the Contracting Office
shall make a separate written detailed request to t
Officer identifying these date constraints and secu
Officer’s written approval before incorporating the
diagram. The Contracting Officer’'s separate approva
Schedule shall not excuse the contractor of this re
events (non-work) will be permitted where necessary
logic among work events, but must have zero duratio
working schedule shall reflect the Contractor's app
the complete project.
shall contain no contract changes or delays which m
incurred during the final network diagram developme
reflect the entire contract duration as defined in

These changes/delays shall be entered at the first
final Project Schedule has been approved. The Contr
their requests for time and supporting time extensi
contract time as a result of contract changes/delay
update, and in accordance with Article, ADJUSTMENT
COMPLETION.

D. Within 30 calendar days after receipt of the com

Project Schedule and the complete final Project Sch
Contracting Officer or his representative, will do
following:

1. Notify the Contractor concerning his actions, op
objections.

2. A meeting with the Contractor at or near the job
review, correction or adjustment of the proposed pl
scheduled if required. Within 14 calendar days afte
review, the Contractor shall revise and shall submi

copies of the revised Project Schedule, three copie
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computer-produced activity/event ID schedule and a
electronic file as specified by the Contracting Off
submission will be reviewed by the Contracting Offi
to be as previously agreed upon, will be approved.
E. The approved baseline schedule and the computer-
generated there from shall constitute the approved
until subsequently revised in accordance with the r
section.
F. The Complete Project Schedule shall contain appr
activities/events.
1.6 WORK ACTIVITY/EVENT COST DATA
A. The Contractor shall cost load all work activiti
procurement activities. The cumulative amount of al
activities/events (including alternates) shall equa
price. Prorate overhead, profit and general conditi
activities/events for the entire project length. Th
generate from this information cash flow curves ind
the total percentage of work activity/event dollar
be in place on early finish, late finish. These cas
be used by the Contracting Officer to assist him in
approval or disapproval of the cost loading. Negati
activity/event cost data will not be acceptable, ex
contract changes.
B. The Contractor shall cost load work activities/e
period services, test, balance and adjust various s
with the provisions in Article, FAR 52.232 — 5 (PAY

10-23-15
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C. In accordance with FAR 52.236 — 1 (PERFORMANCE O

F WORK BY THE

CONTRACTOR) and VAAR 852.236 — 72 (PERFORMANCE OF W ORK BY THE

CONTRACTOR), the Contractor shall submit, simultane
per work activity/event of the construction schedul
Section, a responsibility code for all activities/e

for which the Contractor's forces will perform the

D. The Contractor shall cost load work activities/e

including ASBESTOS ABATEMENT. The sum of each BID |

the value of the bid item in the Contractors' bid.
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1.7 PROJECT SCHEDULE REQUIREMENTS
A. Show on the project schedule the sequence of wor
required for complete performance of all items of w
Shall:
1. Show activities/events as:

a. Contractor's time required for submittal of shop
templates, fabrication, delivery and similar pre-co
work.

b. Contracting Officer's and Architect-Engineer's r
approval of shop drawings, equipment schedules, sam
template, or similar items.

c. Interruption of VA Facilities utilities, deliver
furnished equipment, and rough-in drawings, project
any other specification requirements.

d. Test, balance and adjust various systems and pie
maintenance and operation manuals, instructions and
maintenance tasks.

e. VA inspection and acceptance activity/event with
duration of five work days at the end of each phase
immediately preceding any VA move activity/event re
contract phasing for that phase.

2. Show not only the activities/events for actual ¢

each trade category of the project, but also trade

indicate the movement of trades from one area, floo

to another area, floor, or building, for at least f

are performing major work under this contract.

3. Break up the work into activities/events of a du

than 20 work days each or one reporting period, exc

non-construction activities/events (i.e., procureme

delivery of equipment, concrete and asphalt curing)
activities/events for which the COTR may approve th
longer duration. The duration for VA approval of an

submittal, shop drawing, or other submittals will n

20 work days.

4. Describe work activities/events clearly, so the
identifiable for assessment of completion. Activiti

"start,” "continue," or "completion," are not speci

be allowed. Lead and lag time activities will not b

013216.15-5

10-23-15

k activities/events

ork. The Contractor

drawings,

nstruction

eview and

ples,

y of Government
phasing and

ces of equipment,

preventive

a minimum
and

quired by the

onstruction work for

relationships to
r, or building,

ive trades who

ration no longer

ept as to

nt of materials,
and any other
e showing of a
y required

ot be less than

work is readily

es/events labeled
fic and will not

e acceptable.



VA HVAC & ELEC DESIGN

5. The schedule shall be generally numbered in such
either discipline, phase or location of the work.

B. The Contractor shall submit the following suppor
to the project schedule:

1. The appropriate project calendar including worki
holidays.

2. The planned number of shifts per day.

3. The number of hours per shift.

Failure of the Contractor to include this data shal

of the submittal until the Contracting Officeris i

missing data.

C. To the extent that the Project Schedule or any r
shows anything not jointly agreed upon, it shall no
been approved by the COTR. Failure to include any e
required for the performance of this contract shall
Contractor from completing all work required within
completion date of each phase regardless of the COT
Project Schedule.

D. Compact Disk Requirements and CPM Activity/Event
Submit to the VA an electronic file(s) containing o
required to produce a schedule, reflecting all the

the complete project schedule being submitted.

1.8 PAYMENT TO THE CONTRACTOR:

A. Monthly, the contractor shall submit an applicat
payment using the AIA application and certificate f
G702 & G703 reflecting updated schedule activities
accordance with the provisions of the following Art

PROGRESS REPORTING, as the basis upon which progres
made pursuant to Article, FAR 52.232 — 5 (PAYMENT U
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B. Approval of the Contractor’'s monthly Application
contingent, among other factors, on the submittal o
monthly update of the project schedule.

1.9 PAYMENT AND PROGRESS REPORTING

A. Monthly schedule update meetings will be held on
to by the COTR and the Contractor. Contractor and t
(if applicable) shall attend all monthly schedule u
Contractor shall accurately update the Project Sche
data required and provide this information to the C
in advance of the schedule update meeting. Job prog
reviewed to verify:

1. Actual start and/or finish dates for updated/com
activities/events.
2. Remaining duration for each activity/event start
start, but not completed.
3. Logic, time and cost data for change orders, and
agreements that are to be incorporated into the Pro
4. Changes in activity/event sequence and/or durati
made, pursuant to the provisions of following Artic
CONTRACT COMPLETION.
. Completion percentage for all completed and part

ol

activities/events.

(o2}

. Logic and duration revisions required by this se

specifications.

~

. Activity/event duration and percent complete sha
independently.

B. After completion of the joint review, the contra
updated computer-produced calendar-dated schedule a
Contracting Officer’s representative with reports i
the Article, COMPUTER PRODUCED SCHEDULES, specified

C. After completing the monthly schedule update, th
representative or scheduling consultant shall rerun
contract change(s) against the prior approved month
The analysis shall only include original workday du
logic agreed upon by the contractor and COR for the
When there is a disagreement on logic and/or durati
shall use the schedule logic and/or durations provi

the resident engineer. After each rerun update, the

013216.15-7

10-23-15

for Payment shall be

f a satisfactory

dates mutually agreed
heir CPM consultant
pdate meetings. The
dule and all other
OTR three work days
ress will be

pleted

ed, or scheduled to

supplemental
ject Schedule.
on which have been
le, ADJUSTMENT OF

ially completed

ction of the

Il be updated

ctor shall generate an
nd supply the

n accordance with

e contractor’s
all current period
ly project schedule.
rations and schedule
contract change(s).
ons, the Contractor
ded and approved by

resulting



VA HVAC & ELEC DESIGN

electronic project schedule data file shall be appr
and submitted to the VA in accordance to the requir
articles 1.4 and 1.7. This electronic submission is
regular monthly project schedule update requirement
submitted to the COR within fourteen (14) calendar
the regular schedule update.
durations, care must be taken to ensure that only t
durations will be used for the analysis, not the re

after progress. In addition, once the final networ
approved, the contractor must recreate all manual p
updates on this approved network diagram and associ
contract changes in each of these update periods as
regular update periods. This will require detailed
each of the manual progress payment updates.

D. Following approval of the CPM schedule, the VA,

its approved CPM Consultant, RE office representati
subcontractors needed, as determined by the SRE, sh
the monthly updated schedule. The main emphasis sha
work activities to avoid slippage of project schedu

any necessary actions required to maintain project
reporting period. The Government representatives an
should conclude the meeting with a clear understand
and administrative actions necessary to maintain pr
status during the reporting period. This schedule ¢

will occur after each monthly project schedule upda
the resulting schedule reports from that schedule u
project is behind schedule, discussions should incl
further slippage as well as ways to improve the pro
status, when appropriate.

1.10 RESPONSIBILITY FOR COMPLETION

A. If it becomes apparent from the current revised

schedule that phasing or contract completion dates

Contractor shall execute some or all of the followi

1. Increase construction manpower in such quantitie
necessary to eliminate the backlog of work.

013216.15-8
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2. Increase the number of working hours per shift,
day, working days per week, the amount of construct
any combination of the foregoing to eliminate the b
3. Reschedule the work in conformance with the spec
requirements.
B. Prior to proceeding with any of the above action
notify and obtain approval from the COTR for the pr
changes. If such actions are approved, the represen
revisions shall be incorporated by the Contractor i
Schedule before the next update, at no additional ¢

Government.

1.11 CHANGES TO THE SCHEDULE
A. Within 30 calendar days after VA acceptance and

project schedule, the Contractor shall submit a rev

(s) and a list of any activity/event changes includ

successors for any of the following reasons:

1. Delay in completion of any activity/event or gro
activities/events, which may be involved with contr
strikes, unusual weather, and other delays will not
Contractor from the requirements specified unless t
shown on the CPM as the direct cause for delaying t
the acceptable limits.

2. Delays in submittals, or deliveries, or work sto
encountered which make rescheduling of the work nec

3. The schedule does not represent the actual prose
of the project.

4. When there is, or has been, a substantial revisi
activity/event costs regardless of the cause for th

B. CPM revisions made under this paragraph which af
approved computer-produced schedules for Government
equipment, vacating of areas by the VA Facility, co

sub phase(s), utilities furnished by the Government

or any other previously contracted item, shall be f

to the Contracting Officer for approval.

C. Contracting Officer's approval for the revised p
relevant data is contingent upon compliance with al

013216.15-9
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of this section and any other previous agreements b

Officer or the VA representative.

D. The cost of revisions to the project schedule re

changes will be included in the proposal for change

specified in FAR 52.243 — 4 (Changes) and VAAR 852.

Supplemental), and will be based on the complexity
contract change, man hours expended in analyzing th

total cost of the change.

E. The cost of revisions to the Project Schedule no

contract changes is the responsibility of the Contr

1.12 ADJUSTMENT OF CONTRACT COMPLETION

A. The contract completion time will be adjusted on

in this contract. Request for an extension of the c

date by the Contractor shall be supported with a ju

data and supporting evidence as the COTR may deem n

determination as to whether or not the Contractor i
extension of time under the provisions of the contr
proof based on revised activity/event logic, durati
and costs is obligatory to any approvals. The sched
display that the Contractor has used, in full, all
available for the work involved in this request. Th
Officer's determination as to the total number of d
extension will be based upon the current computer-p
calendar-dated schedule for the time period in ques
relevant information.

B. Actual delays in activities/events which, accord

computer- produced calendar-dated schedule, do not
and predicted contract completion dates shown by th
the network, will not be the basis for a change to
completion date. The Contracting Officer will withi
after receipt of such justification and supporting

facts and advise the Contractor in writing of the C

decision.

C. The Contractor shall submit each request for a ¢

completion date to the Contracting Officer in accor
provisions specified under FAR 52.243 — 4 (Changes)
88 (Changes — Supplemental). The Contractor shall i
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each change order proposal, a sketch showing all CP
duration (in work days) changes, and cost changes,
and its relationship to other activities on the app
diagram.

D. All delays due to non-work activities/events suc
STRIKES, and similar non-work activities/events sha
month by month basis.

---END---
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SECTI ON 01 33 23
SHOP DRAW NGS, PRCDUCT DATA, AND SAMPLES

1-1. Refer to Articles titled SPECIFICATIONS AND DR
(FAR 52.236-21) and, SPECIAL NOTES (VAAR 852.236-91

AWINGS FOR CONSTRUCTION
), in GENERAL

CONDITIONS.

1-2. For the purposes of this contract, samples, te
and manufacturers' literature and data shall also b
previously referenced requirements. The following t
items collectively as SUBMITTALS.

1-3. Submit for approval, all of the items specific
separate sections of the specification, with inform
evidence full compliance with contract requirements
fabricated articles and the like to be installed in
equal those of approved submittals. After an item h
change in brand or make will be permitted unless:

A. Satisfactory written evidence is presented to, a
Contracting Officer, that manufacturer cannot make
approved item or;

B. Iltem delivered has been rejected and substitutio
an urgent necessity or;

C. Other conditions become apparent which indicates
substitute item to be in best interest of the Gover

1-4. Forward submittals in sufficient time to permi

approval action by Government. Time submission to a

time for procurement of contract - required items.
to untimely and rejected submittals will not serve
extending contract time for completion.

1-5. Submittals will be reviewed for compliance wit
Architect-Engineer, and action thereon will be take
Officer.

1-6. Upon receipt of submittals, Architect-Engineer
thereto. Contractor, in any subsequent corresponden
this file and identification number to expedite rep
previously approved or disapproved submittals.

1-7. The Government reserves the right to require a
whether or not particularly mentioned in this contr
submittals beyond those required by the contract ar
to request therefor by Contracting Officer, adjustm
and time will be made in accordance with Articles t

013323-1
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52.243-4) and CHANGES - SUPPLEMENT (VAAR 852.236-88

CONDITIONS.

1-8. Schedules called for in specifications and sho
be submitted for use and information of Department
and Architect-Engineer. However, the Contractor sha
responsibility for coordinating and verifying sched
Officer and Architect- Engineer assumes no responsi
schedules or layout drawings for exact sizes, exact
positioning of items.

1-9. Submittals must be submitted by Contractor onl
Contracting Officer assumes no responsibility for ¢
exact numbers included in such submittals.

B. Submittals will receive consideration only when

letter signed by Contractor. Letter shall be sent v

and shall contain the list of items, name of Medica

Contractor, contract number, applicable specificati

applicable drawing numbers (and other information r

identification of location for each item), manufact

or Federal Specification Number (if any) and such a

as may be required by specifications for particular

furnished. In addition, catalogs shall be marked to

items submitted for approval.

1. A copy of letter must be enclosed with items, an
without identification letter will be considered "u
and held for a limited time only.

2. Each sample, certificate, manufacturers' literat
labeled to indicate the name and location of the Me
of Contractor, manufacturer, brand, contract number
Federal Specification Number as applicable and loca
project.

3. Required certificates shall be signed by an auth
of manufacturer or supplier of material, and by Con

D. If submittal samples have been disapproved, resu

as possible after notification of disapproval. Such

marked "Resubmitted Sample" in addition to containi

specified information required on label and in tran
E. Approved samples will be kept on file by the COR
completion of contract, at which time such samples

Contractor as Contractor's property. Where noted in

of specifications, approved samples in good conditi
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their proper locations in contract work. At complet
samples that are not approved will be returned to C
request and at Contractor's expense. Such request s
to completion of the contract. Disapproved samples
requested for return by Contractor will be discarde
contract.

F. Submittal drawings (shop, erection or setting dr

required for work of various trades, shall be check

by technically qualified employees of Contractor fo

completeness and compliance with contract requireme

and schedules shall be stamped and signed by Contra
such check.

1. For each drawing required, submit one legible ph
vellum reproducible.

2. Reproducible shall be full size.

3. Each drawing shall have marked thereon, proper d
including Medical Center location, project number,
number, reference to contract drawing number, detai
and Specification Section Number.

4. A space 120 mm by 125 mm (4-3/4 by 5 inches) sha
each drawing to accommodate approval or disapproval

5. Submit drawings, ROLLED WITHIN A MAILING TUBE, f
shipment.

6. One reproducible print of approved or disapprove
be forwarded to Contractor.

7. When work is directly related and involves more
drawings shall be submitted to Architect-Engineer u

1-10. Samples, shop drawings, test reports, certifi

literature and data, shall be submitted for approva
Ferraro Choi & Associates (Architect-Engineer)
1240 Ala Moana Blvd, Suite 510 (A/E P.O. Address)
Honolulu, HI 96814

(City, State and Zip Code)

1-11. At the time of transmittal to the Architect-E

shall also send a copy of the complete submittal di
Resident Engineer.

---END---
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SECTION 01 35 26
SAFETY REQUIREMENTS

1.1 APPLICABLE PUBLICATIONS:

A. Latest publications listed below form part of this Article to extent
referenced. Publications are referenced in text by basic designations
only.

B. American Society of Safety Engineers (ASSE):

A10.1-2011........... Pre-Project & Pre-Task Safety and Health
Planning
A10.34-2012.......... Protection of the Public on or Adjacent to

Construction Sites

A10.38-2013.......... Basic Elements of an Employer’ s Program to
Provide a Safe and Healthful Work Environment
American National Standard Construction and
Demolition Operations

C. American Society for Testing and Materials (ASTM):

EB84-2013............. Surface Burning Characteristic s of Building
Materials

D. The Facilities Guidelines Institute (FGI):

FGI Guidelines-2010Guidelines for Design and Constr uction of

Healthcare Facilities

E. National Fire Protection Association (NFPA):

10-2013.............. Standard for Portable Fire Ext inguishers
30-2012.............. Flammable and Combustible Liqu ids Code
51B-2014............. Standard for Fire Prevention D uring Welding,

Cutting and Other Hot Work
70-2014.............. National Electrical Code

70B-2013............. Recommended Practice for Elect rical Equipment

Maintenance

70E-2012 ............ Standard for Electrical Safety in the Workplace

013526-2
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99-2012.............. Health Care Facilities Code

241-2013............. Standard for Safeguarding Cons truction,

Alteration, and Demolition Operations

F. The Joint Commission (TJC)

TJC Manual .......... Comprehensive Accreditation an d Certification

Manual
G. U.S. Occupational Safety and Health Administration (OSHA):

29 CFR 1904 ......... Reporting and Recording Injuri es & llinesses

29 CFR 1910 ......... Safety and Health Regulations for General
Industry

29 CFR 1926 ......... Safety and Health Regulations for Construction
Industry

CPL 2-0.124.......... Multi-Employer Citation Policy

H. VHA Directive 2005-007

1.2 DEFINITIONS:

A. OSHA “Competent Person” (CP). One who is capable of identifying existing
and predictable hazards in the surroundings and wor king conditions which
are unsanitary, hazardous or dangerous to employees , and who has the
authorization to take prompt corrective measures to eliminate them (see 29

CFR 1926.32()).

B. "Qualified Person" means one who, by possession of a recognized degree,
certificate, or professional standing, or who by ex tensive knowledge,
training and experience, has successfully demonstra ted his ability to
solve or resolve problems relating to the subject m atter, the work, or
the project.

C. High Visibility Accident. Any mishap which may g enerate publicity or
high visibility.

D. Medical Treatment. Treatment administered by a p hysician or by
registered professional personnel under the standin g orders of a
physician. Medical treatment does not include first aid treatment even
through provided by a physician or registered perso nnel.

013526-3
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E. Recordable Injuries or lllnesses. Any work-relat

that results in:

1. Death, regardless of the time between the injury

length of the illness;

2. Days away from work (any time lost after day of

onset);
3. Restricted work;
4. Transfer to another job;

5. Medical treatment beyond first aid;
6. Loss of consciousness; or

7. A significant injury or illness diagnosed by a p
licensed health care professional, even if it did n
through (6) above.

1.3 REGULATORY REQUIREMENTS:

A. In addition to the detailed requirements include

this contract, comply with 29 CFR 1926, comply with
incorporated by reference within 29 CFR 1926, compl
and all applicable [federal, state, and local] laws
criteria, rules and regulations. Submit matters of
standards for resolution before starting work. Wher
of this specification, applicable laws, criteria, o
regulations, and referenced documents vary, the mos
requirements govern except with specific approval a

Contracting Officer Representative

1.4 ACCIDENT PREVENTION PLAN (APP):

A.

The APP (aka Construction Safety & Health Plan) sha
the Contractor's overall safety and health program.
portions of the Contractor's overall safety and hea
referenced in the APP in the applicable APP element
site-specific. The Government considers the Prime C
"controlling authority” for all worksite safety and
subcontractor(s). Contractors are responsible for i
subcontractors of the safety provisions under the t

013526 -4
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and the penalties for noncompliance, coordinating t

one craft from interfering with or creating hazardo

conditions for other crafts, and inspecting subcont

ensure that accident prevention responsibilities ar

B. The APP shall be prepared as follows:

1.

4,

Written in English by a qualified person who is emp
Prime Contractor articulating the specific work and
pertaining to the contract (model language can be f
A10.33). Specifically articulating the safety requ

within these VA contract safety specifications.

Address both the Prime Contractors and the subcontr

operations.

State measures to be taken to control hazards assoc

materials, services, or equipment provided by suppl

Address all the elements/sub-elements and in order

10-23-15
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as follows:

a. SIGNATURE SHEET. Title, signature, and phone number of the

following:

1) Plan preparer (Qualified Person such as corporat

person or contracted Certified Safety Professional

construction safety experience);

2) Plan approver (company/corporate officers author
obligate the company);

3) Plan concurrence (e.g., Chief of Operations, Cor
of Safety, Corporate Industrial Hygienist, project

superintendent, project safety professional). Provi

concurrence of other applicable corporate and proje

personnel (Contractor).
b. BACKGROUND INFORMATIONist the following:
1) Contractor;
2) Contract number;

3) Project name;
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4) Brief project description, description of work t o be
performed, and location; phases of work anticipated (these

will require an AHA).

c. STATEMENT OF SAFETY AND HEALTH POLICY. Provide a copy of current

corporate/company Safety and Health Policy Statemen t, detailing
commitment to providing a safe and healthful workpl ace for all
employees. The Contractor’s written safety program goals,
objectives, and accident experience goals for this contract

should be provided.
d. RESPONSIBILITIES AND LINES OF AUTHORITIES . Provide the following:

1) A statement of the employer’s ultimate responsib ility for the

implementation of his SOH program;

2) Identification and accountability of personnel r esponsible for
safety at both corporate and project level. Contrac ts
specifically requiring safety or industrial hygiene personnel

shall include a copy of their resumes.

3) The names of Competent and/or Qualified Person(s ) and proof of

competency/qualification to meet specific OSHA

Competent/Qualified Person(s) requirements must be attached.
4) Requirements that no work shall be performed unl ess a
designated competent person is present on the job s ite;
5) Requirements for pre-task Activity Hazard Analys is (AHAS);

6) Lines of authority;

7) Policies and procedures regarding noncompliance with safety
requirements (to include disciplinary actions for v iolation of

safety requirements) should be identified,;

e. SUBCONTRACTORS AND SUPPLIERS. If applicable, provide procedures

for coordinating SOH activities with other employer s on the job
site:
1) Identification of subcontractors and suppliers ( if known);
2) Safety responsibilities of subcontractors and su ppliers.

f.  TRAINING.

013526 -6
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1) Site-specific SOH orientation training at the ti
hire or assignment to the project for every employe

working on the project site is required.

2) Mandatory training and certifications that are a
this project (e.g., explosive actuated tools, crane
rigger, crane signal person, fall protection, elect
lockout/NFPA 70E, machine/equipment lockout, confin
etc...) and any requirements for periodic

retraining/recertification are required.

3) Procedures for ongoing safety and health trainin
supervisors and employees shall be established to a
changes in site hazards/conditions.

4) OSHA 10-hour training is required for all worker
the OSHA 30-hour training is required for Trade Com
Persons (CPs)

g. SAFETY AND HEALTH INSPECTIONS.

1) Specific assignment of responsibilities for a mi
job site safety and health inspection during period
activity: Who will conduct (e.g., “Site Safety and
CP"), proof of inspector’s training/qualifications,
inspections will be conducted, procedures for docum
deficiency tracking system, and follow-up procedure

2) Any external inspections/certifications that may
(e.g., contracted CSP or CSHT)

10-23-15
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h. ACCIDENT INVESTIGATION & REPORTING. The Contractor shall conduct

mishap investigations of all OSHA Recordable Incide
shall include accident/incident investigation proce
identify person(s) responsible to provide the follo

Resident Engineer or Contracting Officer Represent
1) Exposure data (man-hours worked);

2) Accident investigations, reports, and logs.

nts. The APP
dure &
wing to the

ative:

i. PLANS (PROGRAMS, PROCEDURES) REQUIRED. Based on a risk assessment

of contracted activities and on mandatory OSHA comp
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programs, the Contractor shall address all applicab le
occupational risks in site-specific compliance and accident
prevention plans. These Plans shall include but are not be
limited to procedures for addressing the risks asso ciates with
the following:

1) Emergency response;
2) Contingency for severe weather;
3) Fire Prevention;
4) Medical Support;
5) Posting of emergency telephone numbers;
6) Prevention of alcohol and drug abuse;
7) Site sanitation (housekeeping, drinking water, t oilets);
8) Night operations and lighting;
9) Hazard communication program;
10) Welding/Cutting “Hot” work;
11) Electrical Safe Work Practices (Electrical LOTO INFPA 70E);
12) General Electrical Safety
13)Hazardous energy control (Machine LOTO);
14) Site-Specific Fall Protection & Prevention;
18) Crane Critical lift;
19) Respiratory protection;

20) Health hazard control program;

C. Submit the APP to the Contracting Officer Repres entative or Government
Designated Authority for review for compliance with contract
requirements in accordance with Section 01 33 23, S HOP DRAWINGS,
PRODUCT DATA AND SAMPLES 15 calendar days prior to the date of the
preconstruction conference for acceptance. Work can not proceed without

an accepted APP.
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D. Once accepted by the Contracting Officer Represe ntative, the APP and

attachments will be enforced as part of the contrac
provisions of this contract or the accepted APP wil
stopping of work, at the discretion of the Contract

the matter has been rectified.

E. Once work begins, changes to the accepted APP sh

knowledge and concurrence of the Contracting Office
Should any severe hazard exposure, i.e. imminent da
evident, stop work in the area, secure the area, an
remove the exposure and control the hazard. Notify
Officer within 24 hours of discovery. Eliminate/rem

the interim, take all necessary action to restore a
working conditions in order to safeguard onsite per
the public (as defined by ASSE/SAFE A10.34) and the

1.5 ACTIVITY HAZARD ANALYSES (AHAS):

A. AHAs are also known as Job Hazard Analyses, Job Saf

Activity Safety Analyses. Before beginning each wo
involving a type of work presenting hazards not exp
project operations or where a new work crew or sub-
perform the work, the Contractor(s) performing that
prepare an AHA (Example electronic AHA forms can be

Army Corps of Engineers web site)

AHAs shall define the activities being performed an
sequences, the specific anticipated hazards, site ¢
equipment, materials, and the control measures to b

eliminate or reduce each hazard to an acceptable le

Work shall not begin until the AHA for the work act
accepted by the Contracting Officer Representative
all engaged in the activity, including the Contract
subcontractor(s), and Government on-site representa
and initial control phase meetings.

1. The names of the Competent/Qualified Person(s) r
particular activity (for example, fall protection,
as specified by OSHA and/or other State and Local a
identified and included in the AHA. Certification o
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competency/qualification shall be submitted to the
Designated Authority (GDA) for acceptance prior to
work activity.

2. The AHA shall be reviewed and modified as necess
changing site conditions, operations, or change of
competent/qualified person(s).

a. If more than one Competent/Qualified Person is u
activity, a list of names shall be submitted as an
the AHA. Those listed must be Competent/Qualified f
work involved in the AHA and familiar with current

issues.

b. If a new Competent/Qualified Person (not on the
added, the list shall be updated (an administrative
requiring an updated AHA). The new person shall ack
writing that he or she has reviewed the AHA and is

current site safety issues.

3. Submit AHAs to the Contracting Officer Represent

compliance with contract requirements in accordance

10-23-15

Government
the start of that

ary to address

sed on the AHA
attachment to
or the type of

site safety

original list) is
action not
nowledge in

familiar with

ative for review for
with Section 01

33 23, SHOP DRAWINGS, PRODUCT DATA AND SAMPLES for  review at least

15 calendar days prior to the start of each phase.
as shall be formatted as amendments to the APP. The
be used during daily inspections to ensure the impl

effectiveness of the activity's safety and health ¢

4. The AHA list will be reviewed periodically (at |
Contractor supervisory safety meeting and updated a

procedures, scheduling, or hazards change.

5. Develop the activity hazard analyses using the p
the basis for the activities performed. All activit
project schedule will require an AHA. The AHAs will
the contractor, supplier, or subcontractor and prov
contractor for review and approval and then submitt

Contracting Officer Representative.
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1.6 PRECONSTRUCTION CONFERENCE:

A. Contractor representatives who have a responsibi lity or significant

role in implementation of the accident prevention p
by 29 CFR 1926.20(b)(1), on the project shall atten
preconstruction conference to gain a mutual underst
implementation. This includes the project superinte
superintendents, and any other assigned safety and

professionals.

B. Discuss the details of the submitted APP to incl

programs, procedures and a listing of anticipated A
developed and implemented during the performance of
list of proposed AHASs will be reviewed at the confe
agreement will be reached between the Contractor an
Officer's representative as to which phases will re

In addition, establish a schedule for the preparati
review, and acceptance of AHASs to preclude project

C. Deficiencies in the submitted APP will be brough

the Contractor within 14 days of submittal, and the
revise the plan to correct deficiencies and re-subm

acceptance. Do not begin work until there is an acc

1.7 “SITE SAFETY AND HEALTH OFFICER” (SSHO) AND “CO

A. The Prime Contractor shall designate a minimum of o

project site that will be identified as the SSHO to
Contractor's safety program and government-accepted
Plan. Each subcontractor shall designate a minimum
compliance with 29 CFR 1926.20 (b)(2) that will be

to administer their individual safety programs.

Further, all specialized Competent Persons for the
supplied by the respective contractor as required b
Asbestos, Electrical, Cranes, & Derricks, Demolitio
Fire Safety/Life Safety, and Ladder.

These Competent Persons can have collateral duties
subcontractor’s superintendent and/or work crew lea
fill more than one specialized CP role (i.e. Electr
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Derricks, Demolition, Fall Protection, Fire Safety/
Ladder.

The SSHO or an equally-qualified Designated Represe
will maintain a presence on the site during constru
accordance with FAR Clause 52.236-6:

CPs will maintain presence during their constructio
accordance with above mentioned clause. A listing
SSHO and all known CPs shall be submitted prior to
part of the APP with the training documentation and

Section 1.8 below.

The repeated presence of uncontrolled hazards durin
work operations will result in the designated CP as
incompetent and result in the required removal of t
accordance with FAR Clause 52.236-5: Material and W
Paragraph (c).

1.8 TRAINING:
A. The designated Prime Contractor SSHO must meet t

applicable OSHA standards and be capable (through t
and qualifications) of ensuring that the requiremen

and other appropriate Federal, State and local requ

the project. As a minimum the SSHO must have comple
Construction Safety class and have five (5) years o
industry safety experience or three (3) years if he
Certified Safety Professional (CSP) or certified Co

and Health Technician (CSHT) certification or have

degree from an accredited university or college.

B. All designated CPs shall have completed the OSHA

Safety course within the past 5 years.

C. In addition to the OSHA 30 Hour Construction Saf

with high hazard work operations such as operations
electrical, cranes, demolition, work at heights/fal
safety/life safety, and ladder, shall have a specia

in the hazard recognition & control associated with
work operations. Documented “repeat” deficiencies i

safety requirements will require retaking the requi

013526-12
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D. All other construction workers shall have the OS HA 10-hour Construction

Safety Outreach course and any necessary safety tra

identify hazards within their work environment.

E. Submit training records associated with the abov

to the Contracting Officer Representative for revie
with contract requirements in accordance with Secti

ining to be able to

e training requirements
w for compliance
on 01 33 23, SHOP

DRAWINGS, PRODUCT DATA AND SAMPLES 15 calendar days prior to the date

of the preconstruction conference for acceptance.

F. Prior to any worker for the contractor or subcon

work, they shall undergo a safety briefing provided
his/her designated representative. As a minimum, th
include information on the site-specific hazards, ¢
VAMC safety guidelines, means of egress, break area
locations of restrooms, use of VAMC equipment, emer
accident reporting etc. Documentation shall be prov

individuals have undergone contractor’s safety brie

tractors beginning
by the SSHO or
is briefing shall
onstruction limits,
s, work hours,
gency procedures,
ided to the COR that
fing.

G. Ongoing safety training will be accomplished in the form of weekly

documented safety meeting.

1.9 INSPECTIONS:

A. The SSHO shall conduct frequent and regular safe ty inspections (daily)

of the site and each of the subcontractors CPs shal
and regular safety inspections (daily) of the their
required by 29 CFR 1926.20(b)(2). Each week, the SS
formal documented inspection of the entire construc
subcontractors’ “Trade Safety and Health CPs” prese
areas. Coordinate with, and report findings and cor
weekly to Contracting Officer Representative.

1.10 ACCIDENTS, OSHA 300 LOGS, AND MAN-HOURS:

A. Notify the Contracting Officer Representative as

no more than four hours after any accident meeting
OSHA Recordable Injuries or llinesses or High Visib
property damage equal to or greater than $5,000, or
equipment accident. Within notification include con
contract title; type of contract; name of activity,

013526-13
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location where accident occurred; date and time of
personnel injured; extent of property damage, if an

if known, and brief description of accident (to inc
construction equipment used, PPE used, etc.). Prese
and evidence on the accident site until the Contrac
Representative or Government Designhated Authority d

government investigation will be conducted.

B. Conduct an accident investigation for recordable

illnesses, for Medical Treatment defined in paragra
property damage accidents resulting in at least $20
establish the root cause(s) of the accident. Comple
and provide the report to the Contracting Officer R
5 calendar days of the accident. The Contracting Of

will provide copies of any required or special form

C. A summation of all man-hours worked by the contr

sub-contractors for each month will be reported to

Officer Representative monthly.

D. A summation of all OSHA recordable accidents exp

contractor and associated sub-contractors for each
provided to the Contracting Officer Representative
contractor and associated sub-contractors’ OSHA 300

available to the Contracting Officer Representative

1.11 PERSONAL PROTECTIVE EQUIPMENT (PPE):

A. PPE is governed in all areas by the nature of the w

performing. For example, specific PPE required for
electrical equipment is identified in NFPA 70E, Sta
Safety in the Workplace.

Mandatory PPE includes:

1. Hard Hats — unless written authorization is give
Engineer Contracting Officer Representative in circ
operations that have limited potential for falling
such as during finishing work or minor remodeling.
authorization to relax the requirement of hard hats
becomes exposed to an overhead falling object hazar
would be required in accordance with the OSHA regul
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2. Safety glasses - unless written authorization is
Contracting Officer Representative appropriate safe
meeting the ANSI Z.87.1 standard must be worn by ea
site.

3. Appropriate Safety Shoes — based on the hazards
shoes meeting the requirements of ASTM F2413-11 sha
each person on site unless written authorization is

Contracting Officer Representative.

4. Hearing protection - Use personal hearing protec
designated noise hazardous areas or when performing

tasks.

1.12 INFECTION CONTROL

A.

Infection Control is critical in all medical center
Interior construction activities causing disturbanc

or creating new dust, must be conducted within vent
areas that minimize the flow of airborne particles
Exterior construction activities causing disturbanc

dust in some other manner must be controlled.

An AHA associated with infection control will be pe
personnel in accordance with FGI Guidelines (i.e. |
Risk Assessment (ICRA)). The ICRA procedure found
Society for Healthcare Engineering (ASHE) website w
Risk classifications of Class Il or lower will requ
Contracting Officer Representative before beginning
work. Risk classifications of Class Il or higher

permit before beginning any construction work. Infe
permits will be issued by the COR. The Infection Co
be posted outside the appropriate construction area
permit may be issued for a construction project if

in separate areas requiring separate classes. The p
area for this project is: Class lll
project scope area may vary. The required infectio

precautions with each class are as follows:
1. Class | requirements:

a. During Construction Work:

013526-15
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1) Notify the Contracting Officer Representative

2) Execute work by methods to minimize raising dust

construction operations.

3) Ceiling tiles: Immediately replace a ceiling til

for visual inspection.
b. Upon Completion:
1) Clean work area upon completion of task
2) Notify the Contracting Officer Representative
2. Class Il requirements:
a. During Construction Work:
1) Notify the Contracting Officer Representative

2) Provide active means to prevent airborne dust fr
into atmosphere such as wet methods or tool mounted

collectors where possible.
3) Water mist work surfaces to control dust while ¢
4) Seal unused doors with duct tape.
5) Block off and seal air vents.

6) Remove or isolate HVAC system in areas where wor

performed.
b. Upon Completion:
1) Wipe work surfaces with cleaner/disinfectant.

2) Contain construction waste before transport in t

containers.

3) Wet mop and/or vacuum with HEPA filtered vacuum

work area.
4) Upon completion, restore HVAC system where work
5) Notify the Contracting Officer Representative

3. Class Il requirements:

013526-16
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a. During Construction Work:

10-23-15

1) Obtain permit from the Contracting Officer Repre sentative?2)
Remove or Isolate HVAC system in area where work i s being
done to prevent contamination of duct system.

3) Complete all critical barriers i.e. sheetrock, p lywood,
plastic, to seal area from non work area or impleme nt control
cube method (cart with plastic covering and sealed connection
to work site with HEPA vacuum for vacuuming prior t 0 exit)
before construction begins. Install construction barriers and
ceiling protection carefully, outside of normal wor k hours.

4) Maintain negative air pressure, 0.01 inches of w ater gauge,
within work site utilizing HEPA equipped air filtra tion units
and continuously monitored with a digital display, recording
and alarm instrument, which must be calibrated on
installation, maintained with periodic calibration and
monitored by the contractor.

5) Contain construction waste before transport in t ightly covered
containers.

6) Cover transport receptacles or carts. Tape cove ring unless

solid lid.
b. Upon Completion:

1) Do not remove barriers from work area until comp
is inspected by the Contracting Officer Representat
thoroughly cleaned by the VA Environmental Services

Department.

2) Remove construction barriers and ceiling protect
to minimize spreading of dirt and debris associated
construction, outside of normal work hours.

3) Vacuum work area with HEPA filtered vacuums.
4) Wet mop area with cleaner/disinfectant.
5) Upon completion, restore HVAC system where work

6) Return permit to the Contracting Officer Represe

013526 -17
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4. Class IV requirements:

a. During Construction Work:

10-23-15

1) Obtain permit from the Contracting Officer Repre sentative?2)
Isolate HVAC system in area where work is being do ne to
prevent contamination of duct system.

3) Complete all critical barriers i.e. sheetrock, p lywood,
plastic, to seal area from non work area or impleme nt control
cube method (cart with plastic covering and sealed connection
to work site with HEPA vacuum for vacuuming prior t 0 exit)
before construction begins. Install construction barriers and
ceiling protection carefully, outside of normal wor k hours.

4) Maintain negative air pressure within work site utilizing HEPA

equipped air filtration units.
5) Seal holes, pipes, conduits, and punctures.

6) Construct anteroom and require all personnel to
this room so they can be vacuumed using a HEPA vacu

before leaving work site.

7) All personnel entering work site are required to
covers. Shoe covers must be changed each time the

exits the work area.
b. Upon Completion:

1) Do not remove barriers from work area until comp
is inspected by the Contracting Officer Representat
thorough cleaning by the VA Environmental Services

2) Remove construction barriers and ceiling protect
to minimize spreading of dirt and debris associated

construction, outside of normal work hours.

3) Contain construction waste before transport in t

containers.

4) Cover transport receptacles or carts. Tape cove
solid lid.

5) Vacuum work area with HEPA filtered vacuums.

013526-18
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6) Wet mop area with cleaner/disinfectant.
7) Upon completion, restore HVAC system where work
8) Return permit to the Contracting Officer Represe

C. Barriers shall be erected as required based upon cl

Il & IV requires barriers) and shall be constructe

1. Class lll and IV - closed door with masking tape
frame and door is acceptable for projects that can

single room.

2. Construction, demolition or reconstruction not ¢
containment within a single room must have the foll

erected and made presentable on hospital occupied s

a. Class Il & IV (where dust control is the only h
agreement is reached with the COR and Medical Cente
plastic barrier that extends from the floor to ceil
must be sealed with duct tape to prevent dust and d

escaping

b. Class lll & IV - Drywall barrier erected with jo

sealed to prevent dust and debris from escaping.

c. Class lll & IV - Seal all penetrations in existi

airtight

d. Class Ill & IV - Barriers at penetration of ceil

chases and ceiling spaces to stop movement air and

e. Class IV only - Anteroom or double entrance open
workers to remove protective clothing or vacuum off

clothing

f. Class lll & IV - At elevators shafts or stairway
field of construction, overlapping flap minimum of
of polyethylene enclosures for personnel access.

D. Products and Materials:

1. Sheet Plastic: Fire retardant polystyrene, 6-mi
local fire codes

013526-19
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2. Barrier Doors: Self Closing One-hour // solid co

frame, painted
3. Dust proof one-hour drywall

4. High Efficiency Particulate Air-Equipped filtrat

95% capture of 0.3 microns including pollen, mold s

particles. HEPA filters should have ASHRAE 85 or o

extend the useful life of the HEPA. Provide both pr
secondary filtrations units. Maintenance of equipm
replacement of the HEPA filters and other filters w

accordance with manufacturer’s instructions.

5. Exhaust Hoses: Heavy duty, flexible steel reinfo

Blower Hose

6. Adhesive Walk-off Mats: Provide minimum size mat

inches
7. Disinfectant: Hospital-approved disinfectant or
8. Portable Ceiling Access Module

Before any construction on site begins, all contrac
involved in the construction or renovation activity
and trained in infection prevention measures establ

center.

A dust control program will be establish and mainta
contractor’s infection preventive measures in accor
Guidelines for Design and Construction of Healthcar
to start of work, prepare a plan detailing project-
protection measures with associated product data, i
status reports, and submit to COR for review for co
contract requirements in accordance with Section 01
DRAWINGS, PRODUCT DATA AND SAMPLES.

Medical center Infection Control personnel will mon
disease (e.g. aspergillosis) during construction. A
conditions will be established by the medical cente

of work and periodically during the construction st
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impact of construction activities on indoor air qua lity with safe

thresholds established.

H. In general, the following preventive measures sh all be adopted during

construction to keep down dust and prevent mold.

1. Contractor shall verify that construction exhaus t to exterior is not

reintroduced to the medical center through intake v
openings. HEPA filtration is required where the exh
reenter the medical center.

Exhaust hoses shall be exhausted so that dust is no

the medical center.

Adhesive Walk-off/Carpet Walk-off Mats shall be use
transitions from the construction area to occupied
area. These mats shall be changed as often as requi

clean work areas directly outside construction area

Vacuum and wet mop all transition areas from constr
occupied medical center at the end of each workday.
utilize HEPA filtration. Maintain surrounding area
Remove debris as it is created. Transport these out

construction area in containers with tightly fittin

The contractor shall not haul debris through patien
without prior approval of the COR and the Medical C
approved, debris shall be hauled in enclosed dust p
or wrapped in plastic and sealed with duct tape. No
should be allowed to cut through the plastic. Wipe
of the containers with a damp rag to remove dust. A

tools, material, etc. transported through occupied

made free from dust and moisture by vacuuming and w

There shall be no standing water during constructio
water in equipment drip pans and open containers wi
construction areas. All accidental spills must be ¢
dried within 12 hours. Remove and dispose of porous

remain damp for more than 72 hours.
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7. At completion, remove construction barriers and cei
carefully, outside of normal work hours. Vacuum and

surfaces free of dust after the removal.
I.  Final Cleanup:

1. Upon completion of project, or as work progresse
construction debris from above ceiling, vertical sh
chases that have been part of the construction.

2. Perform HEPA vacuum cleaning of all surfaces in
area. This includes walls, ceilings, cabinets, furn

or free standing), partitions, flooring, etc.
3. All new air ducts shall be cleaned prior to fina
J. Exterior Construction

1. Contractor shall verify that dust will not be in
medical center through intake vents, or building op
filtration on intake vents is required where dust m

2. Dust created from disturbance of soil such as fr

will be wetted with use of a water truck as necessa

3. All cutting, drilling, grinding, sanding, or dis
materials shall be accomplished with tools equipped
local exhaust ventilation (i.e. vacuum systems) or

controls.

1.13 TUBERCULOSIS SCREENING
A. Contractor shall provide written certification t

employees assigned to the work site have had a pre-
screening within 90 days prior to assignment to the
found have negative TB screening reactions. Contra
required to show documentation of negative TB scree
any additional workers who are added after the 90-d
before they will be allowed to work on the work sit
be the Center for Disease Control (CDC) and Prevent
skin testing or a Food and Drug Administration (FDA

test.
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1. Contract employees manifesting positive screenin
tuberculin shall be examined according to current C

prior to working on VHA property.

2. Subsequently, if the employee is found without e
(infectious) pulmonary TB, a statement documenting
physician shall be on file with the employer (const
contractor), noting that the employee with a positi
screening test is without evidence of active (infec
TB.

3. If the employee is found with evidence of active
pulmonary TB, the employee shall require treatment
statement to the fact on file with the employer bef
to return to work on VHA property.

1.14 FIRE SAFETY

A. Fire Safety Plan: Establish and maintain a site-spe
protection program in accordance with 29 CFR 1926.
work, prepare a plan detailing project-specific fir
including periodic status reports, and submit to

Representative for review for compliance with contr

accordance with Section 01 33 23, SHOP DRAWINGS, PR

SAMPLES. This plan may be an element of the Acciden

B. Site and Building Access: Maintain free and unobstr
facility emergency services and for fire, police an
response forces in accordance with NFPA 241.

C. Temporary Heating and Electrical: Install, use a
installations in accordance with 29 CFR 1926, NFPA

D. Means of Egress: Do not block exiting for occup
including paths from exits to roads. Minimize disru

coordinate with Contracting Officer Representative.

E. Egress Routes for Construction Workers: Maintain
egress. Inspect daily. Report findings and correcti

Contracting Officer Representative.
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F. Fire Extinguishers: Provide and maintain extingu
areas and temporary storage areas in accordance wit
241 and NFPA 10.

G. Flammable and Combustible Liquids: Store, dispen
accordance with 29 CFR 1926, NFPA 241 and NFPA 30.

H. Existing Fire Protection: Do not impair automati
heat detection, and fire alarm systems, except for
under construction, and temporarily for connections
for impairments more than 4 hours in a 24-hour peri
interruptions in accordance with Article, OPERATION
and coordinate with Contracting Officer Represent
or temporary fire protection systems (fire alarms,
in construction areas shall be tested as coordinate
center. Parameters for the testing and results of a
shall be recorded by the medical center and copies

Resident Engineer.

I. Smoke Detectors: Prevent accidental operation. R
at end of work operations each day. Coordinate with

Officer Representative.

J. Hot Work: Perform and safeguard hot work operati
NFPA 241 and NFPA 51B. Coordinate with Resident Eng

permits from Resident Engineer at least 24 hours in

K. Fire Hazard Prevention and Safety Inspections: |
construction areas weekly. Coordinate with, and rep

corrective actions weekly to Contracting Officer Re

L. Smoking: Smoking is prohibited in and adjacent t
inside existing buildings and additions under const
and detached buildings under construction, smoking

in designated smoking rest areas.

M. Dispose of waste and debris in accordance with N

buildings daily.

N. If required, submit documentation to the COR tha
trained in the fire safety aspects of working in ar

structural or compartmentalization features.
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1.15 ELECTRICAL

A. All electrical work shall comply with NFPA 70 (N EC), NFPA 70B, NFPA

70E, 29 CFR Part 1910 Subpart J — General Environme
CFR Part 1910 Subpart S — Electrical, and 29 CFR 19
addition to other references required by contract.

B. All qualified persons performing electrical work

shall be licensed journeyman or master electricians
electricians performing under this contract shall b
persons unless they are working under the immediate

licensed electrician or master electrician.

C. All electrical work will be accomplished de-ener

Electrically Safe Work Condition (refer to NFPA 70E
Electrical Hazards, including Exemptions to Work Pe
Contractor, subcontractor or temporary worker who f
with this requirement is subject to immediate termi
with FAR clause 52.236-5(c). Only in rare circumst
an electrically safe work condition prior to beginn
increase or cause additional hazards, or is infeasi
design or operational limitations is energized work
Contracting Officer Representative with approval of
Director will make the determination if the circums
the exception outlined above. An AHA specific to en
activities will be developed, reviewed, and accepte
of that work.

1. Development of a Hazardous Electrical Energy Con
required prior to de-energization. A single Simple
Procedure for multiple work operations can only be
involving qualified person(s) de-energizing one set
circuit part source. Task specific Complex Lockout
Procedures are required at all other times.

2. Verification of the absence of voltage after de-
lockout/tagout is considered “energized electrical
under NFPA 70E, and shall only be performed by qua
wearing appropriate shock protective (voltage rated
rate personal protective clothing and equipment, us
Laboratories (UL) tested and appropriately rated co

013526 -25
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testing instruments or equipment appropriate for th

which they will be used.

3. Personal Protective Equipment (PPE) and electric
instruments will be readily available for inspectio

Contracting Officer Representative.

Before beginning any electrical work, an Activity H
will be conducted to include Shock Hazard and Arc F
(NFPA Tables can be used only as a last alterative
suggested a full Arc Flash Hazard Analyses be condu
not begin until the AHA for the work activity has b
Contracting Officer Representative and discussed wi
the activity, including the Contractor, subcontract
Government on-site representatives at preparatory a

phase meetings.

Ground-fault circuit interrupters. All 120-volt, si
20-ampere receptacle outlets on construction sites
ground-fault circuit interrupters for personnel pro

Equipment Grounding Conductor Program” only is not

1.16 FALL PROTECTION
A. The fall protection (FP) threshold height requir

for ALL WORK, unless specified differently or the O
requirements are more stringent, to include steel e

and scaffolding work.

1. The use of a Safety Monitoring System (SMS) as a
method is prohibited.

2. The use of Controlled Access Zone (CAZ) as a fal

is prohibited.

3. A Warning Line System (WLS) may ONLY be used on

low-sloped roofs (between O - 18.4 degrees or 4:12
be erected around all sides of the work area (See 2
for construction of WLS requirements). Working wit
not require FP. No worker shall be allowed in the a

roof or floor edge and the WLS without FP. FP is re
working outside the WLS.
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4. Fall protection while using a ladder will be gov

requirements.

1.17 CRANES
A. All crane work shall comply with 29 CFR 1926 Sub

B. Prior to operating a crane, the operator must be
certified to operate the crane. Thus, all the prov
with Subpart CC are effective and there is no “Phas
November 10, 2014.

C. A detailed lift permit shall be submitted 14 day
scheduled lift complete with route for truck carryi
analysis, siting of crane and path of swing. The |

allowed without approval of this document.

D. Crane operators shall not carry loads
1. over the general public or VAMC personnel
2. over any occupied building unless

a. the top two floors are vacated

b. or overhead protection with a design live load o

provided

1.18 CONTROL OF HAZARDOUS ENERGY (LOCKOUT/TAGOUT)

A. All installation, maintenance, and servicing of
shall comply with 29 CFR 1910.147 except for specif

operations in 29 CFR 1926 such as concrete & masonr

[1926.702(j)], heavy machinery & equipment [1926.60

process safety management of highly hazardous chemi

Control of hazardous electrical energy during the i
maintenance, or servicing of electrical equipment s
Section 1.15 to include NFPA 70E and other VA speci

discussed in the section.
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1.19 CONFINED SPACE ENTRY

A. All confined space entry shall comply with 29 CF
specifically referenced operations in 29 CFR 1926 s

excavations/trenches [1926.651(g)].

B. A site-specific Confined Space Entry Plan (inclu
process) shall be developed and submitted to the Re

1.20 WELDING AND CUTTING

A. As specified in section 1.14, Hot Work: Perform

operations in accordance with NFPA 241 and NFPA 51B

the COR. Obtain permits from the COR at least 24 h

1.21 LADDERS

A. All Ladder use shall comply with 29 CFR 1926 Sub

B. All portable ladders shall be of sufficient leng

so that workers will not stretch or assume a hazard
C. Manufacturer safety labels shall be in place on
D. Step Ladders shall not be used in the closed pos
E. Top steps or cap of step ladders shall not be us

F. Portable ladders, used as temporary access, shall e
(0.9 m) above the upper landing surface.

1. When a 3 ft (0.9-m) extension is not possible, a
(such as a grab rail) shall be provided to assist w
mounting and dismounting the ladder.

2. In no case shall the length of the ladder be suc
deflection under a load would, by itself, cause the

from its support.

10-23-15
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ladder to slip

G. LADDERS SHALL BE INSPECTED FOR VISIBLE DEFECTS O N A DAILY BASIS AND
AFTER ANY OCCURRENCE THAT COULD AFFECT THEIR SAFE \$E. BROKEN OR DAMAGED
LADDERS SHALL BE IMMEDIATELY TAGGED "DO NOT USE," O R WITH SIMILAR WORDING,
AND WITHDRAWN FROM SERVICE UNTIL RESTORED TO A CONIDION MEETING THEIR

ORIGINAL DESIGN.1.22 FLOOR & WALL OPENINGS

A. All floor and wall openings shall comply with 2

B. Floor and roof holes/openings are any that measu

any direction of a walking/working surface which pe

01 3526 -28
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fall into or where objects may fall to the level be
covering and labeling requirements. Skylights loca

roofs are considered floor or roof hole/openings.

C. All floor, roof openings or hole into which a pe
walk or fall through shall be guarded either by ar
toeboards along all exposed sides or a load-bearing
cover is not in place, the opening or hole shall be
removable guardrail system or shall be attended whe

system has been removed, or other fall protection s

1. Covers shall be capable of supporting, without f

twice the weight of the worker, equipment and mater

2. Covers shall be secured when installed, clearly
“HOLE", “COVER” or “Danger, Roof Opening-Do Not Rem
coded or equivalent methods (e.g., red or orange “X
be made aware of the meaning for color coding and e

methods.

3. Roofing material, such as roofing membrane, insu
covering or partly covering openings or holes, shal

cut out. No hole or opening shall be left unattende

4. Non-load-bearing skylights shall be guarded by a
skylight screen, cover, or railing system along all

5. Workers are prohibited from standing/walking on

---END---
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SECTION 01 42 19
REFERENCE STANDARDS

PART 1 - GENERAL
1.1 DESCRI PTI ON

This section specifies the availability and source
standards specified in the project manual under par
PUBLICATIONS and/or shown on the drawings.

10-23-15

of references and
agraphs APPLICABLE

1.2 AVAILABILITY OF SPECI FI CATI ONS LI STED I N THE GSA | NDEX OF FEDERAL
SPECI FI CATI ONS, STANDARDS AND COMMVERCI AL | TEM DESCRI PTI ONS FPMR PART 101-29

(FAR 52.211-1) (AUG 1998)

A. The GSA Index of Federal Specifications, Standar
Descriptions, FPMR Part 101-29 and copies of specif
and commercial item descriptions cited in the solic
obtained for a fee by submitting a request to — GSA
Service, Specifications Section, Suite 8100, 470 Ea
SW, Washington, DC 20407, Telephone (202) 619-8925,
619-8978.

B. If the General Services Administration, Departme
Department of Veterans Affairs issued this solicita
of specifications, standards, and commercial item d
this solicitation may be obtained free of charge by
request to the addressee in paragraph (a) of this p

copies will be issued for a fee.

ds and Commercial Iltem
ications, standards,
itation may be
Federal Supply
st L’Enfant Plaza,
Facsimile (202)

nt of Agriculture, or
tion, a single copy
escriptions cited in
submitting a

rovision. Additional

1.3 AVAILABI LI TY FOR EXAM NATI ON OF SPECI FI CATI ONS NOT LI STED IN THE GSA
| NDEX OF FEDERAL SPECI FI CATI ONS, STANDARDS AND COMVERCI AL | TEM DESCRI PTI ONS

(FAR 52.211-4) (JUN 1988)
The specifications and standards cited in this sol
examined at the following location:

DEPARMENT OF VETERANS AFFAIRS

Office of Construction & Facilities Management
Facilities Quality Service (0OCFM1A)

425 Eye Street N.W, (sixth floor)

Washington, DC 20001

Telephone Numbers: (202) 632-5249 or (202) 632-5178
Between 9:00 AM - 3:00 PM

014219-1

icitation can be
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1.4 AVAILABILITY OF SPECI FI CATI ONS NOT LI STED IN THE GSA | NDEX OF FEDERAL
SPECI FI CATI ONS, STANDARDS AND COMVERCI AL | TEM DESCRI PTI ONS ( FAR 52. 211- 3)

(JUN 1988)

The specifications cited in this solicitation may

associations or organizations listed below.

AA

AABC

AAMA

AAN

AASHTO

AATCC

ACGIH

ACI

ACPA

ACPPA

ADC

AGA

AGC

Aluminum Association Inc.

http://www.aluminum.org

Associated Air Balance Council

http://www.aabchg.com

American Architectural Manufacturer's Associat

http://www.aamanet.org

American Nursery and Landscape Association

http://www.anla.org

American Association of State Highway and Tr
Officials

http://www.aashto.org

American Association of Textile Chemists and

http://www.aatcc.org

American Conference of Governmental Industria

http://www.acgih.org

American Concrete Institute

http://www.aci-int.net

American Concrete Pipe Association

http://www.concrete-pipe.org

American Concrete Pressure Pipe Association

http://www.acppa.org

Air Diffusion Council

http://flexibleduct.org

American Gas Association

http://www.aga.org

Associated General Contractors of America

http://www.agc.org

014219-2
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AGMA

AHAM

AIA

AISC

AISI

AITC

AMCA

ANLA

ANSI

APA

ARI

ASAE

ASCE

ASHRAE

ASME

American Gear Manufacturers Association, Inc.

http://www.agma.org

Association of Home Appliance Manufacturers

http://www.aham.org

American Institute of Architects

http://www.aia.org

American Institute of Steel Construction

http://www.aisc.org

American Iron and Steel Institute

http://www.steel.org

American Institute of Timber Construction

http://www.aitc-glulam.org

Air Movement and Control Association, Inc.

http://www.amca.org

American Nursery & Landscape Association

http://www.anla.org

American National Standards Institute, Inc.

http://www.ansi.org

The Engineered Wood Association

http://www.apawood.org

Air-Conditioning and Refrigeration Institute

http://www.ari.org

American Society of Agricultural Engineers

http://www.asae.org

American Society of Civil Engineers

http://www.asce.org

American Society of Heating, Refrigerating,
Air-Conditioning Engineers

http://www.ashrae.org

American Society of Mechanical Engineers

http://www.asme.org

014219-3
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ASSE

ASTM

AWI

AWS

AWWA

BHMA

BIA

CAGI

CGA

Cl

CISCA

CISPI

CLFMI

CPMB

CRA

American Society of Sanitary Engineering

http://www.asse-plumbing.org

American Society for Testing and Materials

http://www.astm.org

Architectural Woodwork Institute

http://www.awinet.org

American Welding Society

http://www.aws.org

American Water Works Association

http://www.awwa.org

Builders Hardware Manufacturers Association
http://www.buildershardware.com

Brick Institute of America
http://www.bia.org

Compressed Air and Gas Institute

http://www.cagi.org

Compressed Gas Association, Inc.
http://www.cganet.com

The Chlorine Institute, Inc.
http://www.chlorineinstitute.org

Ceilings and Interior Systems Construction As

http://www.cisca.org

Cast Iron Soil Pipe Institute

http://www.cispi.org

Chain Link Fence Manufacturers Institute

http://www.chainlinkinfo.org

Concrete Plant Manufacturers Bureau

http://www.cpmb.org

California Redwood Association

http://www.calredwood.org

014219-4
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CRSI

CTI

DHI

EGSA

EEI

EPA

ETL

FAA

FCC

FPS

GANA

FM

GA

GSA

HI

Concrete Reinforcing Steel Institute

http://www.crsi.org

Cooling Technology Institute

http://www.cti.org

Door and Hardware Institute

http://www.dhi.org

Electrical Generating Systems Association

http://www.egsa.org

Edison Electric Institute

http://www.eei.org

Environmental Protection Agency

http://www.epa.gov

ETL Testing Laboratories, Inc.
http://www.etl.com

Federal Aviation Administration

http://www.faa.gov

Federal Communications Commission

http://www.fcc.gov

The Forest Products Society
http://www.forestprod.org

Glass Association of North America

http://www.cssinfo.com/info/gana.html/

Factory Mutual Insurance

http://www.fmglobal.com

Gypsum Association
http://www.gypsum.org

General Services Administration

http://www.gsa.gov

Hydraulic Institute

http://www.pumps.org

014219-5
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HPVA

ICBO

ICEA

\ICAC

IEEE

IMSA

IPCEA

NBMA

MSS

NAAMM

NAPHCC

NBS

NBBPVI

NEC

NEMA

Hardwood Plywood & Veneer Association

http://www.hpva.org

International Conference of Building Officials

http://www.icbo.org

Insulated Cable Engineers Association Inc.

http://www.icea.net

Institute of Clean Air Companies

http://www.icac.com

Institute of Electrical and Electronics Engine

http://www.ieee.org\

International Municipal Signal Association

http://www.imsasafety.org

Insulated Power Cable Engineers Association

Metal Buildings Manufacturers Association

http://www.mbma.com

Manufacturers Standardization Society of the Va
Industry Inc.
http://www.mss-hg.com

National Association of Architectural Metal M

http://www.naamm.org

Plumbing-Heating-Cooling Contractors Associa

http://www.phccweb.org.org

National Bureau of Standards
See - NIST

National Board of Boiler and Pressure Vessel

http://www.nationboard.org

National Electric Code

See - NFPA National Fire Protection Association

National Electrical Manufacturers Association

http://www.nema.org

014219-6
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NFPA National Fire Protection Association

http://www.nfpa.org

NHLA National Hardwood Lumber Association

http://www.natlhardwood.org

NIH National Institute of Health
http://www.nih.gov

NIST National Institute of Standards and Technology
http://www.nist.gov

NLMA Northeastern Lumber Manufacturers Association, Inc.

http://www.nelma.org

NPA National Particleboard Association
18928 Premiere Court
Gaithersburg, MD 20879
(301) 670-0604

NSF National Sanitation Foundation

http://www.nsf.org

NWWDA Window and Door Manufacturers Association

http://www.nwwda.org

OSHA Occupational Safety and Health Administration
Department of Labor

http://www.osha.gov

PCA Portland Cement Association

http://www.portcement.org

PCI Precast Prestressed Concrete Institute

http://www.pci.org

PPI The Plastic Pipe Institute
http://www.plasticpipe.org

PEI Porcelain Enamel Institute, Inc.

http://www.porcelainenamel.com

PTI Post-Tensioning Institute
http://www.post-tensioning.org

014219-7
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RFCI

RIS

RMA

SCMA

SDI

IGMA

SJl

The Resilient Floor Covering Institute

http://www.rfci.com

Redwood Inspection Service
See - CRA

Rubber Manufacturers Association, Inc.

http://www.rma.org

Southern Cypress Manufacturers Association

http://www.cypressinfo.org

Steel Door Institute

http://www.steeldoor.org

Insulating Glass Manufacturers Alliance

http://www.igmaonline.org

Steel Joist Institute

http://www.steeljoist.org

SMACNA  Sheet Metal and Air-Conditioning Contractors

SSPC

STI

SWiI

TCA

TEMA

TPI

National Association, Inc.

http://www.smacna.org

The Society for Protective Coatings

http://www.sspc.org

Steel Tank Institute

http://www.steeltank.com

Steel Window Institute

http://www.steelwindows.com

Tile Council of America, Inc.

http://www.tileusa.com

Tubular Exchange Manufacturers Association

http://www.tema.org

Truss Plate Institute, Inc.
583 D'Onofrio Drive; Suite 200
Madison, WI 53719
(608) 833-5900

014219-8
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UL

ULC

WCLIB

WRCLA

WWPA

Underwriters' Laboratories Incorporated

http://www.ul.com

Underwriters' Laboratories of Canada

http://www.ulc.ca

West Coast Lumber Inspection Bureau
6980 SW Varns Road, P.O. Box 23145
Portland, OR 97223

(503) 639-0651

Western Red Cedar Lumber Association
P.O. Box 120786

New Brighton, MN 55112

(612) 633-4334

Western Wood Products Association

http://www.wwpa.org

---END---

014219-9
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SECTI ON 01 57 19
TEMPCORARY ENVI RONMENTAL CONTROLS

PART 1 - GENERAL

1.1 DESCRI PTI ON

A. This section specifies the control of environmen tal pollution and damage
that the Contractor must consider for air, water, a nd land resources. It
includes management of visual aesthetics, noise, so lid waste, radiant
energy, and radioactive materials, as well as other pollutants and
resources encountered or generated by the Contracto r. The Contractor is
obligated to consider specified control measures wi th the costs included
within the various contract items of work.

B. Environmental pollution and damage is defined as the presence of
chemical, physical, or biological elements or agent s which:

1. Adversely effect human health or welfare,

2. Unfavorably alter ecological balances of importa nce to human life,
3. Effect other species of importance to humankind, or;

4. Degrade the utility of the environment for aesth etic, cultural, and

historical purposes.
C. Definitions of Pollutants:

1. Chemical Waste: Petroleum products, bituminous m aterials, salts,
acids, alkalis, herbicides, pesticides, organic che micals, and
inorganic wastes.

2. Debris: Combustible and noncombustible wastes, s uch as leaves, tree
trimmings, ashes, and waste materials resulting fro m construction or
maintenance and repair work.

3. Sediment: Soil and other debris that has been er oded and transported
by runoff water.

4. Solid Waste: Rubbish, debris, garbage, and other discarded solid
materials resulting from industrial, commercial, an d agricultural
operations and from community activities.

5. Surface Discharge: The term "Surface Discharge” implies that the
water is discharged with possible sheeting action a nd subsequent soil
erosion may occur. Waters that are surface discharg ed may terminate
in drainage ditches, storm sewers, creeks, and/or " water of the
United States" and would require a permit to discha rge water from the
governing agency.

6. Rubbish: Combustible and noncombustible wastes s uch as paper, boxes,
glass and crockery, metal and lumber scrap, tin can s, and bones.

015719-1



VA HVAC & ELEC DESIGN

7. Sanitary Wastes:

a. Sewage: Domestic sanitary sewage and human and a

b. Garbage: Refuse and scraps resulting from prepar
dispensing, and consumption of food.

1.2 QUALITY CONTROL
A. Establish and maintain quality control for the e
of all items set forth herein.
B. Record on daily reports any problems in complyin
regulations, and ordinances. Note any corrective ac
1. 3 REFERENCES
A. The publications listed below form a part of thi
extent referenced. The publications are referred to
designation only.
B. U.S. National Archives and Records Administratio
33 CFR 328.............. Definitions
1.4 SUBM TTALS
A. In accordance with Section, 01 33 23, SHOP DRAWI
SAMPLES, furnish the following:
1. Environmental Protection Plan: After the contrac

prior to the commencement of the work, the Contract

the Contracting Officer to discuss the proposed Env

Protection Plan and to develop mutual understanding

details of environmental protection. Not more than

meeting, the Contractor shall prepare and submit to

Officer for approval, a written and/or graphic Envi

Protection Plan including, but not limited to, the

a. Name(s) of person(s) within the Contractor's org
(are) responsible for ensuring adherence to the Env
Protection Plan.

b. Name(s) and qualifications of person(s) responsi
manifesting hazardous waste to be removed from the

c. Name(s) and qualifications of person(s) responsi
the Contractor's environmental protection personnel

d. Description of the Contractor's environmental pr
training program.

e. A list of Federal, State, and local laws, regula
concerning environmental protection, pollution cont
control and abatement that are applicable to the Co
proposed operations and the requirements imposed by
regulations, and permits.

015719-2
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f. Methods for protection of features to be preserv
authorized work areas including trees, air and wate
and wildlife, historical, and archeological and cul
resources.

g. Procedures to provide the environmental protecti
with the applicable laws and regulations. Describe
to correct pollution of the environment due to acci
causes, or failure to follow the procedures as desc
Environmental Protection Plan.

h. Permits, licenses, and the location of the solid
area.

j- Environmental Monitoring Plans for the job site
water, air, and noise.

k. Work Area Plan showing the proposed activity in
the area and identifying the areas of limited use o
should include measures for marking the limits of u

B. Approval of the Contractor's Environmental Prote
relieve the Contractor of responsibility for adequa
control of pollutants and other environmental prote

1.5 PROTECTI ON OF ENVI RONMENTAL RESOURCES

A. Protect environmental resources within the proje

affected outside the limits of permanent work durin

of this contract. Confine activities to areas defin

specifications and drawings.

B. Protection of Land Resources: Prior to construct

resources to be preserved within the work area. Do

deface, injure, or destroy land resources including

without permission from the Resident Engineer. Do n

ropes, cables, or guys to trees for anchorage unles

authorized, or where special emergency use is permi

1. Work Area Limits: Prior to any construction, mar
require work to be performed under this contract. M
isolated areas within the general work area that ar
protected. Protect monuments, works of art, and mar
construction operations begin. Convey to all person
marking and protecting all necessary objects.

2. Protection of Landscape: Protect trees, land for
landscape features by marking, fencing, or using an
techniques.

a. Box and protect from damage existing trees and s
the construction site.

015719-3
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b. Immediately repair all damage to existing trees
trimming, cleaning, and painting with antiseptic tr

c. Do not store building materials or perform const
closer to existing trees or shrubs than the farthes
their limbs.

C. Protection of Water Resources: Keep construction

surveillance, management, and control to avoid poll

ground waters and sewer systems. Implement manageme

control water pollution by the listed construction

included in this contract.

1. Washing and Curing Water: Do not allow wastewate
from construction activities to enter water areas.
wastewater in retention ponds allowing the suspende
settle, the pollutants to separate, or the water to

2. Control movement of materials and equipment at s
during construction to prevent violation of water p
standards of the Federal, State, or local governmen

3. Monitor water areas affected by construction.

D. Protection of Fish and Wildlife Resources: Keep

under surveillance, management, and control to mini
with, disturbance of, or damage to fish and wildlif
construction operations, list species that require
along with measures for their protection.

E. Protection of Air Resources: Keep construction a

surveillance, management, and control to minimize p
resources. Burning is not permitted on the job site
equipment, processes, and work operated or performe
accordance with the State of Hawaii Administrative
Chapters 59 — Ambient Air Quality Standards, Chapte
Pollution Controls, and Federal emission and perfor
standards. Maintain ambient air quality standards s
Environmental Protection Agency, for those construc
activities specified.
1. Particulates: Control dust particles, aerosols,
products from all construction activities, processi
preparation of materials (such as from asphaltic ba
times, including weekends, holidays, and hours when
progress.
2. Particulates Control: Maintain all excavations,
roads, permanent and temporary access roads, plant
areas, borrow areas, and all other work areas withi

015719-4
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project boundaries free from particulates which wou Id cause a hazard
or a nuisance. Sprinklering, chemical treatment of an approved type,
light bituminous treatment, baghouse, scrubbers, el ectrostatic
precipitators, or other methods are permitted to co ntrol particulates
in the work area.

3. Hydrocarbons and Carbon Monoxide: Control monoxi de emissions from
equipment to Federal and State allowable limits.

4. Odors: Control odors of construction activities and prevent obnoxious
odors from occurring.

F. Reduction of Noise: Minimize noise using every a ction possible. Perform
noise-producing work in less sensitive hours of the day or week as
directed by the Resident Engineer. Maintain noise-p roduced work at or
below the decibel levels and within the time period s specified.

1. Perform construction activities involving repeti tive, high-level
impact noise only between 7:00a.m. and 8:00a.m. and after 6:00p.m
unless otherwise permitted by local ordinance or th e Resident
Engineer. Repetitive impact noise on the property s hall not exceed
the following dB limitations:
Time Duration of Impact Noise Sound Level in dB
More than 12 minutes in any hour 70
Less than 30 seconds of any hour 85
Less than three minutes of any hour 80
Less than 12 minutes of any hour 75
2. Provide sound-deadening devices on equipment and take noise abatement
measures that are necessary to comply with the requ irements of this
contract, consisting of, but not limited to, the fo llowing:
a. Maintain maximum permissible construction equipm ent noise levels
at 15 m (50 feet) (dBA):
EARTHMOVING MATERIALS HANDLING
FRONT LOADERS 75 CONCRETE MIXERS 75
BACKHOES 75 CONCRETE PUMPS 75
DOZERS 75 CRANES 75
TRACTORS 75 DERRICKS IMPACT 75
SCAPERS 80 PILE DRIVERS 95
GRADERS 75 JACK HAMMERS 75
TRUCKS 75 ROCK DRILLS 80
PAVERS, 80 PNEUMATIC TOOLS 80
STATIONARY
PUMPS 75 BLASTING H--11

015719-5



VA HVAC & ELEC DESIGN

10-23-15

GENERATORS 75 SAWS 75
COMPRESSORS 75 VIBRATORS 75
b. Use shields or other physical barriers to restri ct noise

transmission.

c. Provide soundproof housings or enclosures for no
machinery.

d. Use efficient silencers on equipment air intakes

e. Use efficient intake and exhaust mufflers on int
engines that are maintained so equipment performs b
levels specified.

f. Line hoppers and storage bins with sound deadeni

g. Conduct truck loading, unloading, and hauling op
noise is kept to a minimum.

3. Measure sound level for noise exposure due to th

least once every five successive working days while
performed above 55 dB(A) noise level. Measure noise
property line or 15 m (50 feet) from the noise sour
greater. Measure the sound levels on the A weighing
General Purpose sound level meter at slow response.
effect of reflective sound waves at buildings, take

900 to 1800 mm (three to six feet) in front of any
Submit the recorded information to the Contracting
problems and the alternatives for mitigating action

G. Restoration of Damaged Property: If any direct o
done to public or private property resulting from a
neglect, or misconduct, the Contractor shall restor
property to a condition equal to that existing befo

additional cost to the Government. Repair, rebuild,
as directed or make good such damage in an acceptab

H. Final Clean-up: On completion of project and aft

debris, rubbish, and temporary construction, Contra

construction area in a clean condition satisfactory
Engineer. Cleaning shall include off the station di
and materials not required to be salvaged, as well

rubbish resulting from demolition and new work oper

---END---
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SECTI ON 01 58 16
TEMPCORARY | NTERI OR SI GNAGE

PART 1 GENERAL
DESCRI PTI ON

This section specifies tenporary interior signs.

PART 2 PRODUCTS
2.1 TEMPORARY SI GNS

A
B.
C

Fabricate from50 Kg (110 pound) mat finish white paper
Cut to 100 mm (4-inch) wide by 300 nm (12 inch) |ong size tag.
Punch 3 mm (1/8-inch) diameter hole centered on 100 nm (4-i nch)
di nensi on of tag. Edge of Hol e spaced approximtely 13 mm (1/2-inch)
fromone end on tag.
Rei nforce hole on both sides with gumred cloth washer or other suitable
mat eri al capable of preventing tie pulling through paper edge.
Ties: Steel wire 0.3 mm (0.0120-inch) thick, attach to tag with tw st
tie, leaving 150 nm (6-inch) |long free ends.

---END- - -

01 58 16 - 1
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SECTION 01 74 19

10-23-15

CONSTRUCTION WASTE MANAGEMENT

PART 1 - GENERAL
1.1 DESCRIPTION

A. This section specifies the requirements for the

hazardous building construction and demolition wast

B. Waste disposal in landfills shall be minimized t
possible. Of the inevitable waste that is generated
waste material as economically feasible shall be sa
reused.

C. Contractor shall use all reasonable means to div
demolition waste from landfills and incinerators, a

salvage and recycle not limited to the following:

1. Waste Management Plan development and implementa

2. Techniques to minimize waste generation.

3. Sorting and separating of waste materials.

4. Salvage of existing materials and items for reus

5. Recycling of materials that cannot be reused or
D. At a minimum the following waste categories shal

landfills:

1. Inerts (eg, concrete, masonry and asphalt).

2. Clean dimensional wood and palette wood.

3. Engineered wood products (plywood, particle boar

etc).
4. Metal products (eg, steel, wire, beverage contai
5. Cardboard, paper and packaging.
6. Plastics (eg, ABS, PVC).
7. Gypsum board.
8. Insulation.
9. Paint.
1.2 RELATED WORK
A. Section 01 00 00, GENERAL REQUIREMENTS.
1.3 QUALITY ASSURANCE
A. Contractor shall practice efficient waste manage
cutting and installing building products. Processes
to ensure the generation of as little waste as poss
/Demolition waste includes products of the followin
1. Excess or unusable construction materials.

017419-1
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2. Packaging used for construction products.
. Poor planning and/or layout.

. Construction error.

. Over ordering.

. Weather damage.

. Contamination.

0 N o 0o b~ W

. Mishandling.
9. Breakage.

B. Establish and maintain the management of non-haz
construction and demolition waste set forth herein.
assessment to estimate the types of materials that
demolition and construction.

C. Contractor shall develop and implement procedure
construction and demolition waste to a minimum of 5

D. Contractor shall be responsible for implementati
programs involving rebates or similar incentives re
Any revenues or savings obtained from salvage or re
to the contractor.

E. Contractor shall provide all demolition, removal
materials. Contractor shall ensure that facilities
reuse and disposal shall be permitted for the inten
extent required by local, state, federal regulation
Building Design Guide website http://www.wbdg.org/t
provides a Construction Waste Management Database t
information on companies that haul, collect, and pr
debris from construction projects.

F. Contractor shall assign a specific area to facil
materials for reuse, salvage, recycling, and return
be kept neat and clean and clearly marked in order
contamination or mixing of materials.

G. Contractor shall provide on-site instructions an
separation, handling, salvaging, recycling, reuse a
be used by all parties during waste generating stag

H. Record on daily reports any problems in complyin

regulations and ordinances with corrective action t

017419-2
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1.4 TERMINOLOGY

A. Class Il Landfill: A landfill that accepts non-
such as household, commercial and industrial waste
construction, remodeling, repair and demolition ope

B. Clean: Untreated and unpainted; uncontaminated
solvents, mastics and like products.

C. Construction and Demolition Waste: Includes all
resulting from construction, remodeling, alteration
demolition operations.

)

. Dismantle: The process of parting out a building

preserve the usefulness of its materials and compon

m

. Disposal: Acceptance of solid wastes at a legall
for the purpose of land filling (includes Class IlI
fills).

. Inert Backfill Site: A location, other than iner

T

disposal facility, to which inert materials are tak
of filling an excavation, shoring or other soil eng
G. Inert Fill: A facility that can legally accept i
asphalt and concrete exclusively for the purpose of

I

. Inert Solids/Inert Waste: Non-liquid solid resou
limited to, soil and concrete that does not contain
soluble pollutants at concentrations in excess of w
objectives established by a regional water board, a
significant quantities of decomposable solid resour

I. Mixed Debris: Loads that include commingled recy
recyclable materials generated at the construction

J. Mixed Debris Recycling Facility: A solid resourc
that accepts loads of mixed construction and demoli
purpose of recovering re-usable and recyclable mate
non-recyclable materials.

K. Permitted Waste Hauler: A company that holds a v
and transport solid wastes from individuals or busi
purpose of recycling or disposal.

L. Recycling: The process of sorting, cleansing, tr

reconstituting materials for the purpose of using t

the manufacture of a new product. Recycling does no

incinerating or thermally destroying solid waste.

017419-3

10-23-15

hazardous resources
resulting from
rations.

with adhesives, oils,

non-hazardous resources

s, repair and

in such a way as to
ents.

y operating facility
landfills and inert

t fill or other
en for the purpose
ineering operation.

nert waste, such as
disposal.

rces including, but not
hazardous waste or
ater-quality
nd does not contain
ces.

clable and non-
site.

e processing facility
tion debris for the

rials and disposing

alid permit to collect

nesses for the

eating, and
he altered form in

t include burning,



VA HVAC & ELEC DESIGN

1. On-site Recycling — Materials that are sorted an
for use in an altered state in the work, i.e. concr
use as a sub-base in paving.

2. Off-site Recycling — Materials hauled to a locat
altered form in the manufacture of new products.

M. Recycling Facility: An operation that can legall
the purpose of processing the materials into an alt
manufacture of new products. Depending on the types
accepted and operating procedures, a recycling faci
be required to have a solid waste facilities permit
the local enforcement agency.

N. Reuse: Materials that are recovered for use in t
or off-site.

O. Return: To give back reusable items or unused pr
credit.

P. Salvage: To remove waste materials from the site
by a third party.

Q. Source-Separated Materials: Materials that are s
site for the purpose of reuse and recycling.

R. Solid Waste: Materials that have been designate
are discarded for the purposes of disposal.

S. Transfer Station: A facility that can legally ac
the purpose of temporarily storing the materials fo
other trucks and transporting them to a landfill fo
recovering some materials for re-use or recycling.

1.5 SUBMITTALS

A. In accordance with Section 01 33 23, SHOP DRAWIN
SAMPLES, furnish the following:

B. Prepare and submit to the Contracting Officer a
debris management plan. The plan shall include, but
the following information:

1. Procedures to be used for debris management.

2. Techniques to be used to minimize waste generati

3. Analysis of the estimated job site waste to be g
a. List of each material and quantity to be salvage

recycled.
b. List of each material and quantity proposed to b
landfill.
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4. Detailed description of the Means/Methods to be
handling.

a. On site: Material separation, storage, protectio
applicable.

b. Off site: Transportation means and destination.
materials.

1) Description of materials to be site-separated an
to designated facilities.
2) Description of mixed materials to be collected b
waste haulers and removed from the site.
c. The names and locations of mixed debris reuse an

facilities or sites.

d. The names and locations of trash disposal landfi
sites.

e. Documentation that the facilities or sites are a

receive the materials.

C. Designated Manager responsible for instructing p
documenting and administer over meetings relevant t
Management Plan.

D. Monthly summary of construction and demolition d
disposal, quantifying all materials generated at th
disposed of or diverted from disposal through recyc

1.6 APPLICABLE PUBLICATIONS

A Publications listed below form a part of this spe
extent referenced. Publications are referenced by t
only. In the event that criteria requirements confl

stringent requirements shall be met.
B. U.S. Green Building Council (USGBC):
LEED Green Building Rating System for Existing Buil
1.7 RECORDS
Maintain records to document the quantity of waste
quantity of waste diverted through sale, reuse, or
guantity of waste disposed by landfill or incinerat

be kept in accordance with the LEED Reference Guide
PART 2 - PRODUCTS

2.1 MATERIALS

A. List of each material and quantity to be salvage

B. List of each material and quantity proposed to b

017419-5
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C. Material tracking data: Receiving parties, date s removed,
transportation costs, weight tickets, tipping fees, manifests,
invoices, net total costs or savings.
---END---
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SECTI ON 05 12 00
STRUCTURAL STEEL FRAM NG

PART 1 - GENERAL

1.1 DESCRI PTI ON:
This section specifies structural steel shown and classified by Section
2, Code of Standard Practice for Steel Buildings an d Bridges.

1.2 RELATED WORK:

A. Materials testing and inspection during construc
TESTING LABORATORY SERVICES.

B. Painting: Section 09 91 00, PAINTING.

1.3 QUALITY ASSURANCE:

A. Fabricator and erector shall maintain a program of quality assurance in
conformance with Section 8, Code of Standard Practi ce for Steel
Buildings and Bridges. Work shall be fabricated in an AISC certified
Category Std fabrication plant.

B. Before authorizing the commencement of steel erecti
contractor shall ensure that the steel erector is p
written notification required by 29 CFR 1926.752. P
notification to the COR.

1. 4 TOLERANCES:
Fabrication tolerances for structural steel shall b
established by ASTM A6, by AISC 303, Sections 6 and
Practice for Buildings and Bridges.
1.5 DESIGN:

A. Connections: Design and detail all connections f

tion: Section 01 45 29,

on, the controlling
rovided with the
rovide copy of this

e held within limits
7, Code of Standard

or each member size,
steel grade and connection type to resist the loads and reactions

indicated on the drawings or specified herein. Use
with the details shown on the Drawings, supplementi
The details shown on the Drawings are conceptual an
required weld sizes or number of bolts unless speci
rational engineering design and standard practice i
accounting for all loads and eccentricities in both

the members. Promptly notify the COR of any locatio
connection design criteria is not clearly indicated
connections is subject to the review and acceptance
structural calculations prepared and sealed by a qu
registered in the state where the project is locate
calculations for review before preparation of detai

051200-1
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1.6 REGULATORY REQUI REMENTS:

A. AISC 360: Specification for Structural Steel Bui

B. AISC 303: Code of Standard Practice for Steel Bu
1.7 SUBM TTALS:

A. Submit in accordance with Section 01 33 23, SHOP
AND SAMPLES.

B. Shop and Erection Drawings: Complete

C. Certificates:

1. Structural steel.

2. Steel for all connections.

3. Welding materials.

4. Shop coat primer paint.
D. Test Reports:

1. Welders' qualifying tests.

E. Design Calculations and Drawings:

1. Connection calculations, if required.

F. Record Surveys.

1.8 APPLI CABLE PUBLI CATI ONS:

A. Publications listed below form a part of this sp
referenced. Publications are referenced in text by
only.

B. American Institute of Steel Construction (AISC):

1. AISC 360-10 Specification for Structural Steel
3. AISC 303-10 Code of Standard Practice for Steel

C. American National Standards Institute (ANSI):

B18.22.1-65(R2008)......Plain Washers

D. American Society for Testing and Materials (ASTM
A6/A6M-11............... Standard Specification for

10-23-15

Idings
ildings and Bridges.

DRAWINGS, PRODUCT DATA,

ecification to extent
basic designation

Buildings
Buildings and Bridges

General Requirements

for Rolled Structural Steel Bars, Plates,

Shapes, and Sheet Piling

A36/A36M-08............. Standard Specification for
Steel
A123/A123M-09........... Standard Specification for

Carbon Structural

Zinc (Hot-Dip

Galvanized) Coatings on Iron and Steel Products

A307-10......cccunnens Standard Specification for

Carbon Steel Bolts

and Studs, 60,000 psi Tensile Strength

Strength

051200-2
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A500/A500M-10a.......... Standard Specification for

10-23-15

Cold Formed Welded

and Seamless Carbon Steel Structural Tubing in

Rounds and Shapes
E. American Welding Society (AWS):

D1.1/D1.1M-10........... Structural Welding Code-Ste
F. Research Council on Structural Connections (RCSC
Foundation:

Specification for Structural Joints Using ASTM A32

G. Military Specifications (Mil. Spec.):
MIL-P-21035............. Paint, High Zinc Dust Conte

Repair

H. Occupational Safety and Health Administration (OSHA

29 CFR Part 1926-2001...Safety Standards for Steel
PART 2 - PRODUCTS
2.1 MATERI ALS:

A. Structural Steel: ASTM A36.

B. Structural Tubing: ASTM A500, Grade B.

D. E. Bolts, Nuts and Washers:

1. 2. Bolts and nuts, other than high-strength: AST
3. Plain washers, other than those in contact with
heads and nuts: ANSI Standard B18.22.1.

F. Zinc Coating: ASTM A123.

G. Galvanizing Repair Paint: Mil. Spec. MIL-P-21035

PART 3 - EXECUTI ON
3.1 CONNECTI ONS (SHOP AND FI ELD):

A. Welding: Welding in accordance with AWS D1.1. We
by welders and welding operators who have been prev
tests as prescribed in AWS D1.1 to perform type of

B.

3.2 FABRI CATI ON:
Fabrication in accordance with Chapter M, AISC 360
3.3 SHOP PAI NTI NG

A. General: Shop paint steel with primer in accorda
Section 6.

B. Shop paint for steel surfaces is specified in Se
PAINTING.

C. Do not apply paint to following:

1. Surfaces within 50 mm (2 inches) of joints to be

E. Zinc Coated (Hot Dip Galvanized) per ASTM A123 (
Touch-up after erection: Clean and wire brush any a

051200-3
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spots worn through zinc coating, including threaded
and welds and touch-up with galvanizing repair pain
3.4 ERECTI ON:
A. General: Erection in accordance with AISC 303, S
Supports: Temporary support of structural steel fra
in accordance with AISC 303, Section 7
3.5 FIELD PAI NTI NG
A. After erection, touch-up steel surfaces specifie
After welding is completed, clean and prime areas n
field welding.
B. Finish painting of steel surfaces is specified i
PAINTING.
---END---

051200-4
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PART 1 -

GENERAL

1.1 DESCRI PTI ON

SECTI ON 07 60 00
FLASHI NG AND SHEET METAL

A. Formed sheet metal work for roof penetration fla

this section.

1. 2 RELATED WORK
A. Joint Sealants: Section 07 92 00, JOINT SEALANTS

B. Integral flashing components of manufactured roo

accessories or equipment: Division 23 HVAC sections

1.3 APPLI CABLE PUBLI CATI ONS

A. Publications listed below form a part of this sp

extent referenced. Publications are referenced in t

designation only. Editions of applicable publicatio

of issue of bidding documents apply unless otherwis

B. American National Standards Institute/Single-Ply
(ANSI/SPRI):

ANSI/SPRI ES-1-03

..... Wind Design Standard for Ed

Low Slope Roofing Systems

C. ASTM International (ASTM):

A240/A240M-14

...Standard Specification for

10-23-15

shing, are specified in

f specialties and

ecification to the
he text by the basic
ns current on date
e indicated.

Roofing Institute

ge Systems Used with

Chromium and

Chromium-Nickel Stainless Steel Plate, Sheet

and Strip for Pressure Vessels and for General

Applications.

.......... Solder Metal

...Vulcanized Rubber and Therm
Tension

....Asphalt Base Emulsions for
Coatings for Metal

............ Insect Screening and Louver

Vinyl-Coated Glass Yarns

D. Sheet Metal and Air Conditioning Contractors Nat
(SMACNA): Architectural Sheet Metal Manual.
E. National Association of Architectural Metal Manu

AMP 500-06

Metal Finishes Manual

F. Federal Specification (Fed. Spec):

076000-1

oplastic Elastomers-

Use as Protective

Cloth Woven from

ional Association

facturers (NAAMM):
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A-A-1925A............... Shield, Expansion; (Nail An
G. International Code Commission (ICC): Internation

Current Edition

1.5 SUBM TTALS
A. Submit in accordance with Section 01 33 23, SHOP
DATA, AND SAMPLES.

B. Shop Drawings: For all specified items, includin
1. Flashings

C. Manufacturer's Literature and Data: For all spec
1. Two-piece counterflashing
4. Nonreinforced, elastomeric sheeting

D. Certificates: Indicating compliance with specifi

requirements, from applicator and contractor.

PART 2 - PRODUCTS

2.1 FLASH NG AND SHEET METAL MATERI ALS

A. Stainless Steel: ASTM A240, Type 302B, dead soft

B. Nonreinforced, Elastomeric Sheeting: Elastomeric
thermoplastic state and extruded into continuous ho
(0.056 inch) thick. Sheeting shall have not less th
tensile strength and not more than seven percent te
percent elongation when tested in accordance with A
shall show no cracking or flaking when bent through
1 mm (1/32 inch) diameter mandrel and then bent at
size mandrel in opposite direction through 360 degr
of -30°C (-20 °F).

2.2 FLASH NG ACCESSORI ES
A. Solder: ASTM B32; flux type and alloy compositio
with metals to be soldered.
B. Bituminous Paint: ASTM D1187, Type |.
C. Fasteners:
1. Use stainless steel for stainless steel.
2. Nails:
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VA HVAC & ELEC DESIGN
¢. Minimum diameter for stainless steel nails: 2 mm
annular threaded.
d. Length to provide not less than 22 mm (7/8 inch)
anchorage.
3. Rivets: Not less than 3 mm (1/8 inch) diameter.
D. Sealant: As specified in Section 07 92 00, JOINT
locations.
E. Bonding Adhesive: Synthetic polymer based bondin

non-reinforced elastomeric sheeting to existing EPD

2.3 SHEET METAL THI CKNESS
A. Except as otherwise shown or specified use thick

metal as follows:

1. Stainless steel: 0.4 mm (0.015 inch) minimum.

2.4 FABRI CATI ON, GENERAL
A. Jointing:

1. In general, stainless steel joints, except expan
joints, shall be locked and soldered.

2. Jointing of stainless steel over 0.45 mm (0.018
done by lapping, riveting and soldering.

3. Joints shall conform to following requirements:
a. Flat-lock joints shall finish not less than 19 m

wide.

b. Lap joints subject to stress shall finish not le

(one inch) wide and shall be soldered and riveted.

c. Unsoldered lap joints shall finish not less than
inches) wide.
4. Flat and lap joints shall be made in direction o
5. Soldering:
a. Pre tin both mating surfaces with solder for a w
than 38 mm (1 1/2 inches) of stainless steel.

d. Treat in accordance with metal producers recomme

sheet metal required to be soldered.
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C COVPLETELY REMOVE ACI D AND FLUX AFTER SOLDERI NG | S COVPLETED. 2. 5

FI NI SHES
A. Use same finish on adjacent metal or components
surfaces unless specified or shown otherwise.
B. In accordance with NAAMM Metal Finishes Manual A
otherwise specified.
C. Finish exposed metal surfaces as follows, unless
2. Stainless Steel: Finish No. 2B or 2D.

2.7 BASE FLASHI NG
A. Use metal base flashing at vertical surfaces whe
1. Use stainless steel, thickness specified unless
2. When flashing is over 250 mm (10 inches) in vert
horizontal width use 0.5 mm (0.018 inch) stainless

3. Use stainless steel at pipe flashings.

2.8 COUNTERFLASHI NG ( CAP FLASHI NG OR HOQODS)
A. Stainless steel, unless specified otherwise.
B. Fabricate to lap base flashing a minimum of 100

drip:

1. Form lock seams for outside corners. Allow for |
and inside corners.

2. In general, form flashing in lengths not less th
and not more than 3000 mm (10 feet).

3. Two-piece, lock in type flashing may be used in-
counter-flashing.

4. Manufactured assemblies may be used.

6. Where counterflashing is installed at existing w
applied type, formed to provide a space for the app
sealant at the top edge.

C. Two-Piece Counterflashing:
2. Counterflashing upper edge designed to snap lock
D. Surface Mounted Counterflashing; one or two piec

1. Use at existing or new surfaces where flashing ¢
vertical surface.

2. One piece fabricate upper edge folded double for
inches) with top 19 mm (3/4 inch) bent out to form

pocket with vertical surface. Perforate flat double

07 6000-4
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vertical surface with horizontally slotted fastener
(16 inch) centers between end holes. Option: One p
mounted counter-flashing (cap flashing) may be used
detailed on Plate 51 of SMACNA Architectural Sheet
3. Two pieces: Fabricate upper edge to lock into su
receiver. Fabricate receiver joint sealant pocket o
lower edge to receive counterflashing, with slotted
at 400 mm (16 inch) centers between upper and lower
E. Pipe Counterflashing:
1. Form flashing for water-tight umbrella with uppe
pipe to receive a draw band and upper edge to form
sealant receiver approximately 19 mm (3/4 inch) dee
2. Fabricate 100 mm (4 inch) over lap at end.
3. Fabricate draw band of same metal as counter fla
(0.013 inch) thick stainless steel.
4. Use stainless steel bolt on draw band tightening
5. Vent pipe counter flashing may be fabricated to

turn down 25 mm (one inch) inside vent pipe.

PART 3 - EXECUTI ON

3.1 | NSTALLATI ON
A. General:
1. Install flashing and sheet metal items as shown

Air Conditioning Contractors National Association,

publication, ARCHITECTURAL SHEET METAL MANUAL, exce

shown or specified.

2. Apply Sealant as specified in Section 07 92 00,

3. Apply sheet metal and other flashing material to
smooth, sound, clean, dry and free from defects tha
the application.

4. Remove projections which would puncture the mate
and depressions with material compatible with the s
holes or cracks in wood wider than 6 mm (1/4 inch)
compatible with the roofing and flashing material u

5. Confine direct nailing of sheet metal to strips
less wide. Nail flashing along one edge only. Space
100 mm (4 inches) on center unless specified otherw
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6. Install bolts, rivets, and screws where indicate
required in accordance with the SMACNA Sheet Metal
rivets at 75 mm (3 inch) on centers in two rows in
position. Use neoprene washers under fastener heads
head is exposed.

7. Nail continuous cleats on 75 mm (3 inch) on cent
staggered position.

8. Install flashings in conjunction with other trad
are inserted in other materials and joined together
water tight installation.

9. Where required to prevent galvanic action betwee
isolate the contact areas of dissimilar metal with
waterproof building paper, or a coat of bituminous

10.Isolate aluminum in contact with dissimilar met
stainless steel, white bronze or other metal compat
aluminum by:

a. Paint dissimilar metal with a prime coat of zinc
other suitable primer, followed by two coats of alu

b. Paint dissimilar metal with a coat of bituminous

c. Apply an approved caulking material between alum
dissimilar metal.

3.3 BASE FLASHI NG
A. Install where roof membrane type base flashing i
shown.
1. Install flashing at intersections of roofs with
at penetrations through roofs, to provide watertigh
B. Extend base flashing up under counter flashing o
accessories or equipment not less than 75 mm (3 inc

3.4 COUNTERFLASHI NG ( CAP FLASHI NG OR HOODS)
A. General:

1. Install counterflashing over and in conjunction
base flashings, except as otherwise specified or sh

2. Install counterflashing to lap base flashings no
(4 inch).

3. Install upper edge or top of counterflashing not
inch) above top of the roofing.
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4. Lap joints not less than 100 mm (4 inch). Stagge
relation to metal base flashing joints.
5. Use surface applied counterflashing on existing
work where not possible to integrate into item.
B. One Piece Counterflashing:
1. Where flashing is surface mounted on flat surfac

a. When top edge is double folded anchor flat porti
"V" joint with fasteners spaced not over 400 mm (16
center:

1) Locate fasteners in masonry mortar joints.
2) Use screws to sheet metal or wood.
b. Fill joint at top with sealant.
2. Where flashing or hood is mounted on pipe.

a. Secure with draw band tight against pipe.

b. Set hood and secure to pipe with a one by 25 mm
inch) bolt on stainless steel draw band type clamp,
stainless worm gear type clamp.

c. Completely fill joint at top with sealant.

E. When counter flashing is a component of other fl

shown.

---END---
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SECTI ON 07 84 00
FI RESTOPPI NG
PART 1 GENERAL
1.1 DESCRI PTI ON:

A. Provide UL or equivalent approved firestopping s
of openings in walls, floors, and roof decks agains
flame, heat, and smoke or gases in fire resistant r

B. Provide UL or equivalent approved firestopping s
of openings in walls against penetration of gases o
partitions.

1. 2 RELATED WORK:

A. Sealants and application: Section 07 92 00, JOIN

B. Fire and smoke damper assemblies in ductwork: Se
DUCTS AND CASINGS.

1.3 SUBM TTALS:

A. Submit in accordance with Section 01 33 23, SHOP
DATA, AND SAMPLES.

B. Installer qualifications.

C. Inspector qualifications.

D. Manufacturers literature, data, and installation
of firestopping and smoke stopping used.

E. List of FM, UL, or WH classification number of s

F. Certified laboratory test reports for ASTM E814
listed by FM, UL, or WH proposed for use.

G. Submit certificates from manufacturer attesting
materials comply with the specified requirements.

1.4 DELI VERY AND STORACE:

A. Deliver materials in their original unopened con
manufacturer’'s name and product identification.

B. Store in a location providing protection from da
the elements.

1.5 QUALI TY ASSURANCE:

A. FM, UL, or WH or other approved laboratory teste
acceptable.

B. Installer Qualifications: A firm that has been a
according to FM Global 4991 or been evaluated by UL
with UL’s “Quialified Firestop Contractor Program Re
qualification data.
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C. Inspector Qualifications: Contractor to engage a qualified inspector to
perform inspections and final reports. The inspecto r to meet the
criteria contained in ASTM E699 for agencies involv ed in quality
assurance and to have a minimum of two years’ exper ience in
construction field inspections of firestopping syst ems, products, and
assemblies. The inspector to be completely independ ent of, and divested
from, the Contractor, the installer, the manufactur er, and the supplier
of material or item being inspected. Submit inspect or qualifications.

1.6 APPLI CABLE PUBLI CATI ONS

A. Publications listed below form a part of this sp ecification to the

extent referenced. Publications are referenced in t he text by the basic

designation only.
B. ASTM International (ASTM):

E84-14.................. Surface Burning Characteris tics of Building
Materials
E699-09................. Standard Practice for Evalu ation of Agencies

Involved in Testing, Quality Assurance, and
Evaluating of Building Components
E814-13a................ Fire Tests of Through-Penet ration Fire Stops
C. FM Global (FM):
Annual Issue Approval Guide Building Materials
4991-13................. Approval of Firestop Contra ctors
D. Underwriters Laboratories, Inc. (UL):
Annual Issue Building Materials Directory

Annual Issue Fire Resistance Directory

723-10(2008)............ Standard for Test for Surfa ce Burning
Characteristics of Building Materials
1479-04(R2014).......... Fire Tests of Through-Penet ration Firestops
E. Intertek Testing Services - Warnock Hersey (ITS- WH):

Annual Issue Certification Listings
F. Environmental Protection Agency (EPA):
40 CFR 59(2014)......... National Volatile Organic C ompound Emission
Standards for Consumer and Commercial Products
PART 2 - PRODUCTS
2.1 FI RESTOP SYSTEMS:

A. Provide either factory built (Firestop Devices) or field erected
(through-Penetration Firestop Systems) to form a sp ecific building
system maintaining required integrity of the fire b arrier and stop the

078400-2
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passage of gases or smoke. Firestop systems to acco
movements without impairing their integrity.

B. Through-penetration firestop systems and firesto
accordance with ASTM E814 or UL 1479 using the "F"
maintain the same rating and integrity as the fire
sealed. "T" ratings are not required for penetratio
equal to 101 mm (4 in.) nominal pipe or 0.01 sq. m
overall cross sectional area.

C. Products requiring heat activation to seal an op
intumescence are not permitted by VA Fire and Safet
firestop systems.

D. Firestop sealants used for firestopping or smoke
following properties:

1. Contain no flammable or toxic solvents.

2. Release no dangerous or flammable out gassing du
curing of products.

3. Water-resistant after drying or curing and unaff
humidity, condensation or transient water exposure.

4. When installed in exposed areas, capable of bein
finished with similar surface treatments as used on
wall or floor surface.

5. VOC Content: Firestopping sealants and sealant p
with the following limits for VOC content when calc
to 40 CFR 59, (EPA Method 24):
a. Sealants: 250 g/L.
b. Sealant Primers for Nonporous Substrates: 250 g/
c. Sealant Primers for Porous Substrates: 775 g/L.

E. Firestopping system or devices used for penetrat
plastic pipe or conduits, unenclosed cables, or oth
materials to have following properties:

1. Classified for use with the particular type of p
used.

F. Maximum flame spread of 25 and smoke development
accordance with ASTM E84 or UL 723. Material to be
firestopping material as listed in UL Fire Resistan
nationally recognized testing laboratory.

G. FM, UL, or WH rated or tested by an approved lab
with ASTM E814.
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H. Materials to be nontoxic and non-carcinogen at a
application or during fire conditions and to not co
chemicals. Provide firestop material that is free f
PCB, MEK, and asbestos.

I. For firestopping exposed to view, traffic, moist
damage, provide products that do not deteriorate wh
conditions.

1. For piping penetrations for plumbing and wet-pip
provide moisture-resistant through-penetration fire

2. For floor penetrations with annular spaces excee
or more in width and exposed to possible loading an
provide firestop systems capable of supporting the
involved either by installing floor plates or by ot
acceptable to the firestop manufacturer.

3. For penetrations involving insulated piping, pro
penetration firestop systems not requiring removal

2.2 SMOKE STOPPI NG | N SMOKE PARTI TI ONS:

A. Provide silicone sealant in smoke partitions as
07 92 00, JOINT SEALANTS.

B. Provide mineral fiber filler and bond breaker be

C. Sealants to have a maximum flame spread of 25 an
when tested in accordance with ASTM E84.

D. When used in exposed areas capable of being sand
similar surface treatments as used on the surroundi
surface.

PART 3 - EXECUTI ON

3.1 EXAM NATI ON
Submit product data and installation instructions,
article, submittals, after an on site examination o
firestopping.

3. 2 PREPARATI ON

A. Remove dirt, grease, oil, loose materials, or ot
prevent adherence and bonding or application of the
smoke stopping materials.

B. Remove insulation on insulated pipe for a distan
inches) on either side of the fire rated assembly p
firestopping materials unless the firestopping mate

approved for use on insulated pipes.
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3.3 | NSTALLATI ON

A. Do not begin work until the specified material d
instructions of the proposed firestopping systems h
and approved.

B. Install firestopping systems with smoke stopping
UL, WH, or other approved system details and instal

C. Install smoke stopping seals in smoke partitions

3.4 CLEAN-UP AND ACCEPTANCE OF WORK

A. As work on each floor is completed, remove mater
debris.

B. Do not move materials and equipment to the next-
until completed work is inspected and accepted by t
Engineer.

C. Clean up spills of liquid type materials.

---END---
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SECTION 07 92 00

JO NT SEALANTS
PART 1 - GENERAL
1.1 DESCRI PTI ON:

A. This section covers interior and exterior sealan t and their
application, wherever required for complete install ation of building
materials or systems.

1.2 RELATED WORK (I NCLUDI NG BUT NOT LI M TED TO THE FOLLOW NG):

A. Firestopping Penetrations: Section 07 84 00, FIR ESTOPPING.
B. Mechanical Work: Section 23 05 11, COMMON WORK R ESULTS FOR HVAC.
1.3 QUALI TY ASSURANCE:

A. Installer Qualifications: An experienced install er with a minimum of
three (3) years’ experience and who has specialized in installing joint
sealants similar in material, design, and extent to those indicated for
this Project and whose work has resulted in joint-s ealant installations
with a record of successful in-service performance. Submit
qualification.

B. Source Limitations: Obtain each type of joint se alant through one (1)

source from a single manufacturer.

C. Product Testing: Obtain test results from a qual ified testing agency
based on testing current sealant formulations withi n a 12-month period.

1. Testing Agency Qualifications: An independent te sting agency
qualified according to ASTM C1021.

2. Test elastomeric joint sealants for compliance w ith requirements
specified by reference to ASTM C920, and where appl icable, to other
standard test methods.

4. Test other joint sealants for compliance with re quirements indicated
by referencing standard specifications and test met hods.

D. Lab Tests: Submit samples of materials that will be in contact or

affect joint sealants to joint sealant manufacturer s for tests as

follows:

1. Adhesion Testing: Before installing elastomeric sealants, test their
adhesion to protect joint substrates according to t he method in
ASTM C794 to determine if primer or other specific joint preparation

techniques are required.
E. Preconstruction Field-Adhesion Testing: Before i nstalling elastomeric

sealants, field test their adhesion to joint substr ates according to

079200-1



VA HVAC & ELEC DESIGN
Method A, Field-Applied Sealant Joint Hand Pull Tab
in ASTM C1193 or Method A, Tail Procedure, in ASTM
1. Locate test joints where indicated in constructi
not indicated, as directed by COR.
2. Conduct field tests for each application indicat
a. Each type of elastomeric sealant and joint subst
b. Each type of non-elastomeric sealant and joint s
indicated.
3. Notify COR seven (7) days in advance of dates an
joints will be erected.
1.4 CERTI FI CATI ON:
A. Contractor is to submit to the COR written certi
are of the proper size and design, that the materia
compatible with adjacent materials and backing, tha
properly perform to provide permanent watertight, a
tight seals (as applicable), and that materials sup
performance requirements.
1.5 SUBM TTALS:
A. Submit in accordance with Section 01 33 23, SHOP
DATA, AND SAMPLES.
C. Installer qualifications.
D. Contractor certification.
E. Manufacturer's installation instructions for eac
F. Cured samples of exposed sealants for each color
G. Manufacturer's Literature and Data:
1. Primers
2. Sealing compound, each type, including compatibi
sealants are in contact with each other.
H. Manufacturer warranty.
1.6 PRQJECT CONDI Tl ONS:
A. Environmental Limitations:
1. Do not proceed with installation of joint sealan

conditions:

a. When ambient and substrate temperature condition

limits permitted by joint sealant manufacturer.
b. When joint substrates are wet.
B. Joint-Width Conditions:
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1. Do not proceed with installation of joint sealan
widths are less than those allowed by joint sealant
applications indicated.

C. Joint-Substrate Conditions:

1. Do not proceed with installation of joint sealan
contaminants capable of interfering with adhesion a
joint substrates.

1.7 DELI VERY, HANDLI NG AND STORAGE:

A. Deliver materials in manufacturers' original uno
brand names, date of manufacture, shelf life, and m
clearly marked thereon.

B. Carefully handle and store to prevent inclusion

C. Do not subject to sustained temperatures exceedi
degrees F).

1.8 DEFI NI TI ONS:

A. Definitions of terms in accordance with ASTM C71

B. Backing Rod: A type of sealant backing.

C. Bond Breakers: A type of sealant backing.

D. Filler: A sealant backing used behind a back-up

1.9 WARRANTY:

A. Construction Warranty: Comply with FAR clause 52
Construction".

B. Manufacturer Warranty: Manufacturer shall warran
minimum of five (5) years from the date of installa
acceptance by the Government. Submit manufacturer w

1.10 APPLI CABLE PUBLI CATI ONS:
A. Publications listed below form a part of this sp

referenced. Publications are referenced in text by

only.
B. ASTM International (ASTM):

C509-06........c.cueeee Elastomeric Cellular Prefor
Sealing Material

C612-14................. Mineral Fiber Block and Boa
Insulation

C717-14a................ Standard Terminology of Bui
Sealants

C794-10................ Test Method for Adhesion-in

Joint Sealants
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C920-14a................ Elastomeric Joint Sealants.

C1021-08(R2014)......... Laboratories Engaged in Tes ting of Building
Sealants

C1193-13.....ccuveeee Standard Guide for Use of J oint Sealants.

C1330-02(R2013)......... Cylindrical Sealant Backing for Use with Cold
Liquid Applied Sealants

C1521-13.....cccvveeee Standard Practice for Evalu ating Adhesion of
Installed Weatherproofing Sealant Joints

D1056-14................ Specification for Flexible Cellular Materials—

Sponge or Expanded Rubber
C. Sealant, Waterproofing and Restoration Institute (SWRI).
The Professionals’ Guide
D. Environmental Protection Agency (EPA):
40 CFR 59(2014)......... National Volatile Organic C ompound Emission
Standards for Consumer and Commercial Products
PART 2 - PRODUCTS
2.1 SEALANTS:
A. Exterior Sealants:
1. Vertical surfaces, provide non-staining ASTM C92 0, Type S or M,
Grade NS, Class 25Use NT.
2. Horizontal surfaces, provide ASTM C920, Type S o r M, Grade P, Class
25, Use T.
3. Provide location(s) of exterior sealant as follo WS:
a. Metal to metal.
b. Voids where items penetrate exterior walls.

B. Interior Sealants:

1. VOC Content of Interior Sealants: Sealants and sealant primers used
inside the weatherproofing system are to comply wit h the following
limits for VOC content when calculated according to 40 CFR 59, (EPA
Method 24):

a. Architectural Sealants: 250 g/L.
b. Sealant Primers for Nonporous Substrates: 250 g/ L.

c. Sealant Primers for Porous Substrates: 775 g/L.

2. Vertical and Horizontal Surfaces: ASTM C920, Typ e S or M, Grade NS,
Class 25, Use NT.

4. Provide location(s) of interior sealant as follo WS:
a. Typical narrow joint 6 mm, (1/4 inch) or less at walls and

adjacent components.

079200-4
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b. Joints occurring where substrates change.

2.2 COLOR

A. Color of sealants to be light gray or aluminum,

indicated in construction documents.

2.3 JO NT SEALANT BACKI NG

A. General: Provide sealant backings of material an

nonstaining; are compatible with joint substrates,
and other joint fillers; and are approved for appli

sealant manufacturer based on field experience and

B. Cylindrical Sealant Backings: ASTM C1330, of typ

of size and density to control sealant depth and ot
to producing optimum sealant performance:

1. Type C: Closed-cell material with a surface skin

C. Elastomeric Tubing Sealant Backings: Neoprene, b
tubing complying with ASTM D1056 or synthetic rubbe

nonabsorbent to water and gas, and capable of remai

temperatures down to minus 32 degrees C (minus 26 d

products with low compression set and of size and s
secondary seal, to control sealant depth, and other

optimum sealant performance.

D. Bond-Breaker Tape: Polyethylene tape or other pl

by sealant manufacturer for preventing sealant from
inflexible joint-filler materials or joint surfaces
where such adhesion would result in sealant failure
adhesive tape where applicable.

2.5 FILLER
A. Mineral fiberboard: ASTM C612, Class 1.
B. Thickness same as joint width.
C. Depth to fill void completely behind back-up rod
2.6 PRI MER
A. As recommended by manufacturer of caulking or se
B. Stain free type.
2.7 CLEANERS- NON POROUS SURFACES:

A. Chemical cleaners compatible with sealant and ac

manufacturer of sealants and sealant backing materi
free of oily residues and other substances capable
harming joint substrates and adjacent non-porous su

formulated to promote adhesion of sealant and subst
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VA HVAC & ELEC DESIGN
PART 3 - EXECUTI ON
3.1 | NSPECTI ON:
A. Inspect substrate surface for bond breaker conta
materials at adherent faces of sealant.
B. Coordinate for repair and resolution of unsound
C. Inspect for uniform joint widths and that dimens
tolerance established by sealant manufacturer.
3. 2 PREPARATI ONS:
A. Prepare joints in accordance with manufacturer's
B. Clean surfaces of joint to receive caulking or s

dry to the touch, free from frost, moisture, grease

paint, or other foreign matter that would tend to d

adhesion.

1. Clean porous joint substrate surfaces by brushin
cleaning, mechanical abrading, or a combination of
produce a clean, sound substrate capable of develop
with joint sealants.

2. Remove loose particles remaining from above clea
vacuuming or blowing out joints with oil-free compr
joint surfaces include the following:

a. Concrete.
b. Masonry.
c. Unglazed surfaces of ceramic tile.

3. Remove laitance and form-release agents from con

4. Clean nonporous surfaces with chemical cleaners
do not stain, harm substrates, or leave residues ca
interfering with adhesion of joint sealants.

a. Metal.
b. Glass.
c. Porcelain enamel.
d. Glazed surfaces of ceramic tile.
C. Do not cut or damage joint edges.
D. Apply masking tape to face of surfaces adjacent
applying primers, caulking, or sealing compounds.

1. Do not leave gaps between ends of sealant backin

2. Do not stretch, twist, puncture, or tear sealant

3. Remove absorbent sealant backings that have beco

sealant application and replace them with dry mater
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VA HVAC & ELEC DESIGN

E. Apply primer to sides of joints wherever require
manufacturer's printed instructions.

1. Apply primer prior to installation of back-up ro
tape.

2. Use brush or other approved means that will reac
joints.

F. Take all necessary steps to prevent three sided

3. 3 BACKI NG | NSTALLATI ON:

A. Install back-up material, to form joints enclose
required for specified depth of sealant.

B. Where deep joints occur, install filler to fill
up rod and position the rod at proper depth.

C. Cut fillers installed by others to proper depth
back-up rod and sealants.

D. Install back-up rod, without puncturing the mate
depth, within plus or minus 3 mm (1/8 inch) for sea
specified.

E. Where space for back-up rod does not exist, inst
strip at bottom (or back) of joint so sealant bonds
opposing surfaces.

F. Take all necessary steps to prevent three sided

3.4 SEALANT DEPTHS AND GEQOVETRY:

A. At widths up to 6 mm (1/4 inch), sealant depth e

B. At widths over 6 mm (1/4 inch), sealant depth 1/
(1/2 inch) maximum depth at center of joint with se
center of joint approximately 1/2 of depth at adhes

3.5 | NSTALLATI ON:

A. General:

1. Apply sealants and caulking only when ambient te
5°Cand38 °C (40 °and 100 °F).

2. Do not use polysulfide base sealants where seala

fumes from bituminous materials, or where water vap

contact with cementitious materials may be present.

3. Do not use sealant type listed by manufacture as

use in locations specified.

4. Apply caulking and sealing compound in accordanc

manufacturer's printed instructions.

5. Avoid dropping or smearing compound on adjacent

079200-7

10-23-15

d by compound

d or bond breaker

h all parts of

adhesion of sealants.

d on three sides as

space behind the back-

for installation of

rial, to a uniform

lant depths

all bond breaker tape

only to two
adhesion of sealants.
qual to width.
2 of width up to 13 mm

alant thickness at

ion surface.

mperature is between

nt may be exposed to

or in continuous

not suitable for

e with

surfaces.



VA HVAC & ELEC DESIGN

6. Fill joints solidly with compound and finish com

7. Tool joints to concave surface unless shown or s

8. Finish paving or floor joints flush unless joint
detailed.

9. Apply compounds with nozzle size to fit joint wi

10. Test sealants for compatibility with each other
only compatible sealant.

B. For application of sealants, follow requirements
specified otherwise.

C. Where gypsum board partitions are of sound rated
barrier construction, follow requirements of ASTM C
cut-outs and intersections with the adjoining const
specified otherwise.

1. Apply a 6 mm (1/4 inch) minimum bead of sealant
(tracks), including those used at partition interse
dissimilar wall construction.

2. Coordinate with application of gypsum board to i
immediately prior to application of gypsum board.

3. Partition intersections: Seal edges of face laye
abutting intersecting partitions, before taping and
application of veneer plaster-joint reinforcing.

4. Openings: Apply a 6 mm (1/4 inch) bead of sealan
outs to seal openings of electrical boxes, ducts, p
penetrations. To seal electrical boxes, seal sides

5. Control Joints: Before control joints are instal
in back of control joint to reduce flanking path fo
control joint.

3.6 FIELD QUALITY CONTROL:

A. Inspect joints for complete fill, for absence of
configuration complying with specified requirements
with a nondestructive method. Record results in a
log. B. Evaluation of Field-Test Results: Sealants
adhesive failure from testing or noncompliance with
requirements, will be considered satisfactory. Remo
fail to adhere to joint substrates during testing o
other requirements. Retest failed applications unti

sealants comply with indicated requirements.

079200-8

10-23-15

pound smooth.
pecified otherwise.

is otherwise

dth.

and substrate. Use

of ASTM C1193 unless

, fire rated, or smoke
919 only to seal all

ruction unless

each side of runners

ctions with

nstall sealant

r of gypsum board
finishing or

t around all cut-
ipes and similar
and backs.

led, apply sealant
r sound through

voids, and for joint
. Test for adhesion
field adhesion test
not evidencing
other indicated
ve sealants that
r to comply with

| test results prove



VA HVAC & ELEC DESIGN
3.7 CLEANI NG
A. Fresh compound accidentally smeared on adjoining
immediately and rub clean with a solvent as recomme
or sealant manufacturer.
B. After filling and finishing joints, remove maski
C. Leave adjacent surfaces in a clean and unstained
3. 8 LOCATI ONS:
A. Exterior Building Joints, Horizontal and Vertica
1. Metal to Metal: Type S-1, S-2
. Metal to Masonry or Stone: Type S-1
. Masonry to Masonry or Stone: Type S-1
. Stone to Stone: Type S-1
. Cast Stone to Cast Stone: Type S-1
. Threshold Setting Bed: Type S-1, S-3, S-4
. Masonry Expansion and Control Joints: Type S-6

0 N oo o~ WN

. Wood to Masonry: Type S-1
B. Metal Reglets and Flashings:
1. Flashings to Wall: Type S-6
2. Metal to Metal: Type S-6
C. Sanitary Joints:
1. Wallls to Plumbing Fixtures: Type S-9
2. Counter Tops to Walls: Type S-9
3. Pipe Penetrations: Type S-9
D. Horizontal Traffic Joints:
1. Concrete Paving, Unit Pavers: Type S-11 or S-12
2. Garage/Parking Decks: Type S-10
E. High Temperature Joints over 204 degrees C (400
1. Exhaust Pipes, Flues, Breech Stacks: Type S-7 or
F. Interior Caulking:
1. Typical Narrow Joint 6 mm, (1/4 inch) or less at
Components: Types C-1, C-2 and C-3.
2. Perimeter of Doors, Windows, Access Panels which
Masonry Surfaces: Types C-1, C-2 and C-3.
3. Joints at Masonry Walls and Columns, Piers, Conc
Exterior Walls: Types C-1, C-2 and C-3.
4. Perimeter of Lead Faced Control Windows and Plas
Wallboard Walls: Types C-1, C-2 and C-3.
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5. Exposed Isolation Joints at Top of Full Height W alls: Types C-1, C-2
and C-3.
6. Exposed Acoustical Joint at Sound Rated Partitio ns Type C-2.
7. Concealed Acoustic Sealant Type S-4, C-1, C-2 an d C-3.
---END---

079200-10



VA HVAC & ELEC DESIGN

PART 1 - GENERAL
1.1 DESCRIPTION

10-23-15

SECTION 23 05 11
COMMON WORK RESULTS FOR HVAC

A. The requirements of this Section apply to all sections of Division 23.

B. Definitions:

A.
B.
C.
D.
E.
F.
G.
H.

I.
J.
K.
L.
M.

1. Exposed: Piping, ductwork, and equipment exposed to view in Ffinished

rooms.

2. Option or optional: Contractor®s choice of an alternate material or
method.

3. RE: Resident Engineer

4_ COTR: Contracting Officer’s Technical Representative.
1.2 RELATED WORK

Section
Section
Section
Section
Section
Section
Section
Section

00
01
01
05
07
07
09
13

COMPONENTS

Section
Section
Section

23
23
26

Section 26
Section 26 29 11, LOW-VOLTAGE MOTOR STARTERS
1.3 QUALITY ASSURANCE

A. Mechanical, electrical and associated systems shall be safe, reliable,

72
00
33
50
84
92
91
05

07
08
05
05

0o,
0o,
23,
0o,
0o,
0o,
0o,
41,

11,
0o,
11,
19,

GENERAL CONDITIONS

GENERAL REQUIREMENTS

SHOP DRAWINGS, PRODUCT DATA, and SAMPLES

METAL FABRICATIONS

FIRESTOPPING

JOINT SEALANTS

PAINTING

SEISMIC RESTRAINT REQUIREMENTS FOR NON-STRUCTURAL

HVAC, and BOILER PLANT INSULATION.

COMMISSIONING OF HVAC SYSTEMS.

REQUIREMENTS FOR ELECTRICAL INSTALLATIONS

LOW VOLTAGE ELECTRICAL POWER CONDUITS and CABLES.

efficient, durable, easily and safely operable and maintainable, easily

and safely accessible, and in compliance with applicable codes as

specified. The systems shall be comprised of high quality

institutional-class and industrial-class products of manufacturers that

are experienced specialists in the required product lines. All

construction firms and personnel shall be experienced and qualified

specialists in industrial and institutional HVAC
Flow Rate Tolerance for HVAC Equipment: Section 23 05 93, TESTING,
ADJUSTING, AND BALANCING FOR HVAC.

230511 -1
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C. Products Criteria:

1.

7.

Standard Products: Material and equipment shall be the standard
products of a manufacturer regularly engaged in the manufacture of
the products for at least 3 years (or longer as specified
elsewhere). The design, model and size of each item shall have been
in satisfactory and efficient operation on at least three
installations for approximately three years. However, digital
electronics devices, software and systems such as controls,
instruments, computer work station, shall be the current generation
of technology and basic design that has a proven satisfactory
service record of at least three years. See other specification
sections for any exceptions and/or additional requirements.

All items furnished shall be free from defects that would adversely
affect the performance, maintainability and appearance of individual
components and overall assembly.

Conform to codes and standards as required by the specifications.
Conform to local codes, if required by local authorities such as the
natural gas supplier, if the local codes are more stringent then
those specified. Refer any conflicts to the COTR.

Multiple Units: When two or more units of materials or equipment of
the same type or class are required, these units shall be products
of one manufacturer.

Assembled Units: Manufacturers of equipment assemblies, which use
components made by others, assume complete responsibility for the
final assembled product.

Nameplates: Nameplate bearin